
sound isolating™ earphones

SE425
❖		Dual High-Definition MicroDrivers 

for Accurate and Balanced Sound

❖		Sound Isolating Design  

❖		Detachable Cable with 
Wireform Fit 

❖	Premium Accessories 



SE425 Specifications*:

Speaker Type: Dual High-Definition MicroDrivers
Sensitivity (1kHz): 109dB SPL/mW
Impedance (1kHz): 22 Ω
Noise Attenuation:  Up to 37 dB
Frequency Range: 20Hz–19 kHz
Input Connector:  Gold-plated 3.5 mm (1/8") 
Cable:  64" Detachable with wireform fit

SE425 Sound Isolating™ Earphones
For professional monitoring and personal listening. 

Accurate Sound Quality 
Dual High-Definition MicroDrivers
The SE425 utilizes dual, balanced armature drivers to deliver accurate 
and balanced audio with defined lows, mids and highs. 

Sound Isolating Design
Sound isolation technology prevents outside noise from interfering  
with your audio experience, whether on-stage or on-the-go.

Unmatched Personalization and Comfort
Ergonomic, Professional Design
❖  Lightweight, low-profile shape with optimized nozzle angle is 

designed to rest comfortably in the ear.
❖ Over-the-ear configuration keeps cables out of the way.

Detachable Cable with Wireform Fit
❖  Durable Kevlar™ reinforced cable allows easy replacement 

or customization.
❖  Formable wire ensures secure placement, and over the ear 

configuration keeps cables out of the way.
❖  Gold plated MMCX Connector has a lock-snap mechanism 

allowing 360 degree rotation for comfortable fit.

Premium Fit Kit
❖ Soft, flexible sleeves gently contour to the inside of your ears.
❖  Multiple shapes and sizes of sleeves ensure the best possible 

fit and maximum isolation.
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Stocking Details

English/German/Italian: 
Clear: SE425-CL-E 
UPC: 042406178488
Metallic Silver: SE425-V-E 
UPC: 042406178549

English/French/Spanish:
Clear: SE425-CL-EFS  
UPC: 042406178464
Metallic Silver: SE425-V-EFS 
UPC: 042406178525

Package Description 
Individual (Window box with flap)
Weight: 8.5 oz 
Size: 6.2"(W) x 7.0"(H) x 2.2"(D) (157 mm x 178 mm x 56 mm)
Master Carton
Quantity: 6 units
Weight: 4.2 lb. (1.9 kg)
Size: 9"(W) x 7"(H) x 16.25"(D) (229 mm x 178 mm x 413 mm)*In an effort to continually improve our products, technical specs are subject to change without notice.

Included Accessories

3 Pair Foam Sleeves (S,M,L)
3 Pair Soft Flex Sleeves (S,M,L)
1 Pair Yellow Foam Sleeves
1 Pair Triple Flange Sleeves
Carrying Case
¼" Adapter (6.3 mm)


