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manual Wall-mounted projection Screens

FeAtureS
• The Luma 2 is an attractive 

and practical choice 
wherever a large spring-
roller screen is required. 

• Simple in design and rugged 
in construction, the Luma 2 
is housed in a white steel 
case with matching endcaps. 

• Mounts to wall or optional extension brackets; 
suspend under ceiling or recess above ceiling 
with optional Ceiling Opening Trim Kit (see page 
16 for details). 

• Matt White, Glass Beaded and High Contrast 
Grey viewing surfaces available. Includes  
pull cord.

optIonS
• AutoReturn Roller—The screen unrolls in the 

conventional manner, then slowly and gently 
retracts after a simple tug on the handle. See 
page 32 for more details.

• Extra Drop—Up to 12´ overall height, either 
white or black (white is standard in AV format; 
black for all other formats).

• Black Masking Borders—Available on AV 
format screens: 1 ¹⁄2˝ wide in sizes through 70˝ 
x 70˝; 2˝ wide in larger sizes. All other format 
screens have black borders to frame image on 
all four sides.

• Projected Mounting Brackets—Sturdy, white 
angle brackets for wall-mounting screens to 
clear obstacles. See choices on page 35.

• Luma 2/R with Floor Stand—Matt White 
(standard) or Glass Beaded projection screen 
designed to lie in the Floor Stand and pull up 
from its scratch-resistant case. Case can be 
covered with black carpet. Adjustable Floor 
Stand of heavy gauge steel and anodized 
aluminum. Telescoping upright holds top of 
viewing surface when extended (maximum of 
12´). Floor Stand weighs 25 lbs.

SIzeS AnD FormAtS
AV Format from 50˝ x 50˝ to 12´ x 12´

NTSC Format from 100˝ to 15´ diagonal

HDTV Format from 92˝ to 161˝ diagonal

16:10 Format from 94˝ to 165˝ diagonal

WideScreen Format from 99˝ to 162˝ diagonal

Custom sizes available.

Full details available at:  
www.draperinc.com/go/Luma2.htm

Luma 2/R with Floor Stand

luMA 2
HeAVy Duty SprInG roller Screen


