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	· Fully automatic operation 

· 2 speeds - 33-1/3 and 45 RPM 

· Professional aluminum platter 

· Switchable pre-amp 

· Integral Dual Magnet™ stereo cartridge with replaceable stylus 

· Balanced tone arm with soft damping control 

· Easily-accessible front controls 

	
AT-PL50 Specifications 

Type

Belt drive turntable, fully automatic 

Platter 

Aluminum 

Motor 

DC servo-controlled 

Speeds 

33-1/3 / 45 RPM 

Wow and Flutter 

0.25% WRMS 

Signal-to-noise Ratio 

45 dB 

Cartridge 

Integral Dual Magnet™ stereo cartridge with diamond stylus

Output Level 

    Pre-amp "Off" 

2.5 mV nominal at 1 kHz, 5 cm/sec 

    Pre-amp "On" 

200 mV nominal at 1 kHz, 5 cm/sec 

Phono Preamp Gain 

38 dB nominal, RIAA equalized 

Power 

120V AC, 60 Hz, 3W 
Dimensions 

14.17" W x 3.82" H x 14.06" D
360 mm W x 97 mm H x 357 mm D 

Net Weight 

5.3 lbs. (2.4 kg) 

Furnished Accessories 

Stereo RCA-to-1/8" (3.5 mm) mini-plug stereo adapter cable; 45 RPM adapter 

Replacement Stylus 

ATN3600L 







