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The PM series power supplies will power any condenser or electret type microphone
requiring phantom power of 12 vdc to 48 vdc. Each channel is individually regulated to
guarantee the lowest possible noise and crosstalk delivering up to 10 ma per channel.
Each channel is also completely protected from shorts and other potential problems.
The inputs and outputs are AC coupled to protect the outputs from any DC  leakage.
Though each module is powered by it’s own PS-1 wall mounted 120 vac power supply.
The units are designed to be completely  modular, this modular design will allow up to
twelve channels to operate from one PS-1 supply.
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S P E C IF IC A T IO N S F P M -1 A F P M -2 A F P M -4 A
C H A N N E L S O N E T W O F O U R

F R E Q U E N C Y  R E S P O N S E  + 0 / - ,  0 1  d B 2 0 H z -2 0 k H z 2 0 H z -2 0 k H z 2 0 H z -2 0 k H z

B A N D W ID T H + 0 d B ,  -3 d B 2 H z -2 0 0 k H z 2 H z -2 0 0 k H z 2 H z -2 0 0 k H z

D IS T O R T IO N <  0 .0 0 1 % <  0 .0 0 1 % <  0 .0 0 1 %

S IG N A L / N O IS E >  1 2 0  D b >  1 2 0  D b >  1 2 0  D b

C R O S S T A L K N / A -1 4 0  D b -1 4 0  D b

IN P U T  C O N N E C T O R S 3  P IN  X L R 3  P IN  X L R 3  P IN  X L R

O U T P U T  C O N N E C T O R 3  P IN  X L R 3  P IN  X L R 3  P IN  X L R

H E IG H T 1 .7 3 " 1 .7 3 " 1 .7 3 "

W ID T H 2 .8 " 3 .9 " 6 .1 "

D E P T H 3 .3 " 3 .3 " 3 .3 "

W E IG H T 1 2  O Z 'S . 1 5  O Z 'S . 1  L b ,  2  O Z 'S .

P O W E R  R E Q U IR E M E N T S 2 4  V A C  @  3 0  m a . 2 4  V A C  @  6 0  m a . 2 4  V A C  @  1 2 0  m a .

P S -1  S U P P L Y  R E Q U IR E M E N T S 1 2 0  V A C  @   6  m a . 1 2 0  V A C  @   1 2  m a . 1 2 0  V A C  @  2 4  m a .


