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Thank you for purchasing an Ocean Matrix component.

This unit is designed to give you years of trouble free
professional operation for your most demanding
applications. It is our goal to develop long term part-
nerships with our customers through our commitment
to exceed their expectations.
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Introduction

Congratulations on purchasing your OCEAN MATRIX® OMX-7029
Video Distributor. This product, which comes with a power adapter and this
instruction manual, is ideal for the following applications:

e Video duplication studios, delivering high quality video duplicates
e Field and CCTV video distribution needs
o Retail stores requiring an identical picture on several monitors

Getting Started

We recommend that you:

e Unpack the equipment carefully and save the original box and packaging
materials for possible future shipment

e Review the contents of this instruction manual

Overview

The OMX-7029 Video Distributor is a full bandwidth 1:3 video distribution
amplifier (DA) for studio and other demanding applications. In particular, the
OMX-7029:

e Splits a single input source to 3 identical outputs with no discernible
signal degradation




Your Video Distributor

e Its output and input signals are AC coupled for maximal flexibility

Achieving the best performance means:

e Connecting only good quality connection cables, thus avoiding
interference, deterioration in signal quality due to poor matching, and elevated
noise levels (often associated with low quality cables)

e Avoiding interference from neighboring electrical appliances that may
adversely influence signal quality and positioning your OMX-7029 in a
location free from moisture and away from excessive sunlight and dust

Your Video Distributor

Figure 1 and Tables 1, 2 and 3 define the OMX-7029:
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Figure 1: OMX-7029 Video Distributor
Table 1: Front Panel Features and Functions of the OMX-7029

IN=75Q

# | Feature | Function
1 |ONLED | llluminates when receiving power

Table 2: Rear Panel Features and Functions of the OMX-7029

Feature Function
INPUT BNC Connector | Connects to the composite video source
TERM Button Push in to terminate with 75 Q, release for looping (Hi-Z)

OUT BNC Connector Connects to the composite video acceptor (from 1 to 3)
12 VDC Power Socket | +12V DC connector for powering the unit
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Connecting the Video Distributor

Table 3: Technical Specifications of the OMX-7029 Video Distributor

Input:

1 composite video, 1Vpp / 75 Q, on a BNC connector

Outputs:

3 composite video, 1Vpp / 75 Q, on BNC connectors

Output Coupling:

AC

Control:

Termination switch

S/N Ratio: >77 dB

Video Bandwidth: 430 MHz -3dB

Max. Video Output: | 2Vpp

Diff. Gain: <0.05%

Diff. Phase: <0.13% Deg.

K-Factor: <0.2%

Power Source: 12 VDC, 50mA

Dimensions: 11.7cmx6cmx3.2cm(4.6"x24"x1.3"), W, D, H.
Weight: 0.28 kg (0.62 Ibs.) approx.

Accessories: Power supply

5 Connecting the Video Distributor

To connect an OMX-7029 Video Distributor, do the following:

1.
2.

Connect the composite video source to the INPUT BNC connector.

Connect up to 3 OUT BNC connectors to the appropriate composite video

acceptors.

Connect the 12V DC power adapter to the power socket and connect the

adapter to the mains electricity.

The composite video input signal splits to 3 identical composite video

outputs.




