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Duende. This is SSL.

• The legendary sound of SSL for your digital audio workstation
• Up to 32 channels of console-grade SSL EQ & Dynamics processing
• PC & Mac compatible; works with all popular DAWs 
• Powerful DSP engine based on SSL’s award-winning C Series digital

mixing consoles
• Relieves the plug-in processing burden on your computer’s CPU
• Rack mount or desktop formats
• Latest software features reduced Intel Mac CPU overhead and support

for two Duendes on a single system

Duende
The SSL for your
Audio Workstation

Duende Mini Duende PCIeDuende Classic

The original 19” rack Ideal for mobile laptop studios High-speed PCIe card
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Duende. This is SSL.

Hardware Options
Duende is available in three hardware formats to suit your requirements. The Classic 19"rack is loaded with the Standard 
Plug-in Suite and features up to 32 channels of processing. Duende PCIe offers the same Standard Plug-in Suite & 32 channels
of processing as the Classic in a high bandwidth PCIe card format. The compact Duende Mini includes the EQ & Dynamics
Channel and allows up to 16 channels of processing as standard and is upgradeable. Combine any two units for up to 64
channels of processing.

Duende Classic

Key Features

• Includes Standard Plug-in Suite
• 32 channels of DSP processing
• 1U 19" rack mount format
• FireWire in/out connections

• PSU or FireWire buss powered (requires compatible 6 pin 
FireWire connection)

• Run two units on a single computer system 
(requires independent FireWire busses)

Duende Mini Duende PCIe

Key Features

• Includes Duende EQ & Dynamics Channel (Stereo Bus
Compressor optional)

• 16 channels of DSP processing (upgradeable to 32 channels)
• Sleek half-rack desktop metal box
• FireWire in/out connections
• PSU or FireWire buss powered (requires compatible 6 pin 

FireWire connection)
• Run two Mini's on a single computer system

Key Features

• Includes Standard Plug-in Suite
• 32 channels of DSP processing
• Very high bandwidth internal PCIe card format

System Requirements
Duende supports sample rates from 44.1kHz to 96kHz. Running two Firewire-based duendes requires two independent FireWire busses.

PC

• Intel Pentium IV/AMD 1GHz or higher
• Windows XP SP2 or higher
• 512Mb of RAM (1Gb recommended)
• 80Mb of free hard drive space
• 1024 x 768 screen resolution
• Internet connection for software updates
• One available FireWire/IEEE1394 400Mbit port (Classic and Mini)
• One available PCIe card slot (Duende PCIe)
• Recommended VST, AudioUnit or RTAS host application*

MAC

• Apple Macintosh G4 or G5 (933MHz or higher)
• OSX 10.4.10 or higher
• 512Mb of RAM (1Gb recommended)
• 80Mb of free hard drive space
• 1024 x 768 screen resolution
• Internet connection for software updates
• One available FireWire/IEEE1394 400Mbit port (Classic and Mini)
• One available PCIe card slot (Duende PCIe)
• Recommended VST, AudioUnit or RTAS host application*

For best performance your system should meet the minimum requirements for your selected host application. 
* Steinberg Cubase Sx3, Cubase 4, Nuendo and Wavelab 6, Apple Logic Pro 8, Cakewalk Sonar 5, Ableton Live 6,
Digidesign Pro Tools LE and M-Powered 7 through the use of VST-RTAS wrapper.
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Also available
Other processing and I/O products from SSL include:

XLogic Alpha Analogue. SSL analogue processing essentials.

XLogic Alpha-Link & Delta-Link. SSL multi-channel audio converters.

Alpha Channel

Alpha VHD Pre

Delta-Link MADI HD

Alpha-Link


