


L i g h t i n g  S t a n d S ,  t r u S S  a n d  r i g g i n g476

Follow Us! Let us show you exactly what to expect with our lighting design  
computer modeling and pre-visualization. 

Global Truss square Truss
• 11-7/16" overall width
• 3/4" diagonal bracing
• 0.008" tubing wall thickness
• 2" outer diameter of tubing
• 1 set of connecting hardware included
ITEM dEscrIpTIon prIcE 
sQ4109 ..................... 1.64' square truss ....................................................................... 146.30
sQ4110 ..................... 3.28' square truss ....................................................................... 186.20
sQ4110-75 ................ 2.46' square truss ....................................................................... 159.60
sQ4111 ..................... 4.92' square truss ....................................................................... 246.05
sQ4111-1250 ............ 4.10' square truss ....................................................................... 206.15
sQ4112 ..................... 6.56' square truss ....................................................................... 285.95
sQ4112-2.15 ............. 7.05' square truss ....................................................................... 292.60
sQ4113 ..................... 8.2' square trussw ...................................................................... 332.50
sQ4114 ..................... 9.84' square truss ....................................................................... 365.75
sQ4115 ..................... 11.48' square truss ..................................................................... 418.95
sQ4116 ..................... 13.12' square truss ..................................................................... 465.50
sQ4117 ..................... 14.76' square truss ..................................................................... 505.40
sQ4118 ..................... 16.4' square truss ....................................................................... 551.95 

Global Truss Clamps and aCCessories
ITEM dEscrIpTIon prIcE 
pro-sWIVEL-cLAMp ... 2" diameter swivel clamp ............................................................. 32.00
TrIGGEr-cLAMp ....... Heavy-duty hook style clamp ......................................................... 24.00
pro-cLAMp-ELATIon ... 2" diameter aluminum fixture clamp ............................................ 17.48    
Jr-cLAMp.................. 1-1/3" diameter aluminum clamp .................................................. 9.50
Jr-sWIVEL-cLAMp .... Light-duty swivel clamp ................................................................ 15.00
EYE-cLAMp ............... 2" diameter aluminum clamp with eyebolt ................................... 22.50
coUpLEr-cLAMp ...... 2" diameter aluminum clamp with half coupler  .......................... 21.00
coUpLEr................... Double-ended coupler for connection of truss sections ................. 12.80
sQ4137 ..................... Base plate for square truss ........................................................... 60.80
Tr4108...................... Base plate for triangular truss ...................................................... 45.60
sQ4121 ..................... 2-way 90° corner block for square truss ..................................... 231.00
sQ4123 ..................... 2-way 135° corner block for square truss ................................... 259.35
sQ4126 ..................... 3-way 90° corner block for square truss ..................................... 305.90
sQ4129 ..................... 3-way T-junction for square truss ............................................... 305.90
sQ4133 ..................... 4-way cross-junction for square truss ........................................ 332.50
Tr4086-U/d .............. 2-way 45° corner for triangular truss, apex up or down ............. 259.35
Tr4088-U/d .............. 2-way 90° corner for triangular truss, apex up or down ............. 206.15
Tr4088-I ................... 2-way 90° corner for triangular truss, apex in ............................ 206.15
Tr4089-U/d .............. 2-way 120° corner for triangular truss, apex up or down ........... 203.00
Tr4090-U/d .............. 2-way 135° corner for triangular truss, apex up or down ........... 192.85
Tr4093-U/L ............... 3-way 90° corner for triangular truss, apex up ........................... 266.00
Tr4093-U/r .............. 3-way 90° corner for triangular truss, apex up ........................... 266.00
Tr4096H-U/d................3-way horizontal T-junction for triangular truss, apex up or down ...... 272.65
Tr4100-U/d .............. 4-way cross-junction for triangular truss, apex down ................. 266.00 

sq4133 Coupler-Clamp pro-Clamp TriGGer-Clamp

sTaGemaker rbC beam Clamps
• Capacities from 1 to 5 tons.
• Easily installed and adjusted by hand.
• Designed to minimize stress applied to beam.
• Built-in suspension bar allows for low headroom.
• Versatile jaws to adjust for use on I-Beams or Wide Flange beams.
• Provides temporary or permanent mounting point for hook mounted hoists or lever pullers.

ITEM dEscrIpTIon prIcE
rBc-1000 ................. 1-ton beam clamp ......................................................................... 72.34
rBc-2000 ................. 2-ton beam clamp ......................................................................... 77.27
rBc-3000 ................. 3-ton beam clamp ....................................................................... 126.60
rBc-5000 ................. 5-ton beam clamp ....................................................................... 143.03

James THomas enGineerinG General purpose Truss 12"x12" general 
purpose truss manufactured from 2" diameter x 0.125" wall aluminum tubing. Bolts 
are supplied for assembly of truss elements. This truss is ideal for conference, 
exhibition, and small venue work. By incorporating suitable sleeve blocks and towers, 
this truss can be used with JTE’s Ground Support System.
ITEM dEscrIpTIon prIcE
B0700 ....................... 10' section .................................................................................. 719.55
B0701 ....................... 8' section .................................................................................... 672.00
B0702 ....................... 5' section .................................................................................... 544.60
B0703 ....................... 2'6" section ................................................................................. 453.60
B4700 ....................... 3 meter section ........................................................................... 721.71
B4701 ....................... 2.5 meter section ........................................................................ 675.54
B4702 ....................... 2 meter section ........................................................................... 686.28
B4703 ....................... 1.5 meter section ........................................................................ 537.60
B4704 ....................... 1 meter section ........................................................................... 532.56
B4705 ....................... 2-way corner block ...................................................................... 439.60
B4705-A .................... 3-way corner block ...................................................................... 460.60             
B4706 ....................... 4-way corner block ...................................................................... 502.60
B4707 ....................... 6-way corner block ...................................................................... 673.65

James THomas enGineerinG 
TaT and mini-TaT 
The TAT (Thomas Audio Tower) is 
made of three 20.5" SuperTower 
sections and handles loads up to 
2700 lbs. Its base can accept 2 
additional sections of tower for 
additional stability in a traditional 
‘V’ configuration. The MINI-TAT 
is three 12" SuperTower sections 
that supports loads up to 1500 lbs 
at 30' and 1850 lbs at 20'. Easily 
transported for load in and set up.

TaT

mini-TaT

ITEM dEscrIpTIon prIcE 
TAT ............................ 20.5" SuperTower, aluminum, steel leveling jacks ..........................CALL
MInI-TAT ................... 12" SuperTower, aluminum, steel leveling jacks .............................CALL

THe liGHT sourCe meGa-Truss piCks 
Features two pockets with coupler-style aluminum 
pivoting links, 1/2" swivel bolts, and wing nuts. One 
top and one bottom rigging hole is for attaching truss to a shackle, motor, or chain 
hook. The picks fit 5/8" shackle and up and multi-hole versions (MH) are available, 
as well as some models in black (B, MHB). Capable of suspending one ton of truss 
load and additional one ton load under the truss. Global Mega-Truss Picks fit Global, 
Prolyte, Milos and other trussing with 11-7/16" truss cord.
ITEM dEscrIpTIon prIcE
MTp11.4375 .............. 11-7/16" Global Mega-Truss Pick ............................................... 128.25
MTp12 ....................... 12" Mega-Truss Pick ................................................................... 128.25
MTp16 ....................... 16" Mega-Truss Pick ................................................................... 128.25
MTp18 ....................... 18" Mega-Truss Pick ................................................................... 182.25
MTp20.5 .................... 20.5" Mega-Truss Pick ................................................................ 182.25
MTp24 ....................... 24" Mega-Truss Pick ................................................................... 216.00
MTp30 ....................... 30" Mega-Truss Pick ................................................................... 283.50

meGa Truss 
piCk

THe liGHT sourCe meGa airwall HanGers Fitting a variety 
of air wall tracks as well as Unistrut-style channels, these hangers have 
a continuous lip at the top that locks onto the load-bearing part of the 
track without causing damage. The panels of the hangers move outward 
and apart in order to engage the track. The center knurled wheel assem-
bly expands the panels to lock the hanger to the track and the hangers' 
1/8" hairpin locks the center wheel's position. The center opening above 
the 1.9" dia. pipe-like section is for clamping light fixtures, couplers, or 
attaching slings. Fits 0.8"-2.25" wide, 0.3"-3" deep slot sizes. 4" version 
is 500 lb rated and offers 8" of metal-to-metal contact with the track, 7" 
version is 750 lb rated and offers 14" of metal-to-metal contact.
ITEM dEscrIpTIon  prIcE
MEM4 ....................................4" Mega Airwall Hanger ..................................................... 87.75
MEM7 ....................................7" Mega Airwall Hanger ................................................... 128.25

4" meGa air 
wall HanGer


