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OPTOMA MObile leD PrOjecTOrs These lampless projectors are rated to 
last over 20,000 hours and are great for traveling professionals. The ML550 and 
the 3D-compatible ML750 feature a 24-pin universal VGA port, a microSD card 
slot, and a 1W speaker. The 3D-ready ML1000P features a SD card slot, micro USB 
connection, (2) 3W speakers, and a touchpad controller on the top of the unit. All 
models feature an IR remote, 1.7x zoom, and auto vertical keystone correction 
(+/-40° on the ML500 and ML750, +/-30° on the ML1000P).

ITEM dEscrIpTIon prIcE
ML550 ����������������������� WXGA, 500 lumens, 10,000:1 contrast ratio�������������������������������� 499�00
ML750 ����������������������� WXGA, 700 lumens, 10,000:1 contrast ratio�������������������������������� 599�00
ML1000p ������������������� WXGA, 1000 lumens, 15,000:1 contrast ratio������������������������������ 799�00
BG-Zd301 ����������������� DLP Link 3D glasses for ML1000P ������������������������������������������������� 65�80

OPTOMA PrOsceNe iNsTAllATiON DlP PrOjecTOrs The dual-lamp EH7700 
features a dimmable lamp system, color matching, a user-interchangeable color 
wheel, and edge blending. Compatible with Crestron, Extron, AMX, PJ-Link and Telnet 
LAN commands. The dual-lamp TH7500-NL has powered zoom, focus and lens shift, 
and +/-20º vertical and horizontal keystone correction. Comes with two color wheels: 
one optimized for data, the other for video. The single-lamp TW865-NLW features a 
3D sync input, motorized zoom, focus, and lens shift, and Crestron® RoomView® 
and PJ™ Link compatibility.  All models feature a mechanical shutter. Additional 
interchangeable lenses for the TH7500-NL and TW865-NLW are available – shop 
fullcompass.com  for more information.

ITEM dEscrIpTIon prIcE
EH7700 ��������������������� 7000 lumens, WUXGA, 5000:1 contrast ratio ���������������������������� 9999�00
TH7500-nL ���������������� 6000 lumens, WUXGA, 2000:1 contrast ratio ���������������������������� 7999�00
TW865-nLW �������������� 6000 lumens, WXGA, 4000:1 contrast ratio������������������������������� 3999�00

Ml1000P

Ml550

OPTOMA cONfereNce PrOjecTOrs These 3D-compatible projectors 
feature a USB slot on the back panel that is designed so that you can display your 
presentation via flash drive. Additional features include an IR remote, +/-40° auto 
vertical keystone correction, (2) 15W speakers and vertical lens shift.

ITEM dEscrIpTIon prIcE
EH501 ����������������������� HD 1080, 5000 lumens, 15,000:1 contrast ratio ����������������������� 1799�00
W501������������������������� WXGA, 5000 lumens, 15,000:1 contrast ratio���������������������������� 1599�00
X501�������������������������� XGA, 4500 lumens, 15,000:1 contrast ratio ������������������������������ 1499�00

OPTOMA ZW212sT lAMP-free shOrT-ThrOW PrOjecTOr This lamp-free 
projector uses LED/laser technology to reduce both power usage and maintenance 
costs/time. Features include an SD card slot, a 100,000:1 contrast ratio, +/-40° vertical 
keystone correction, and (2) 2W speakers.

ITEM dEscrIpTIon prIcE
ZW212sT ������������������� 2500 lumens, WXGA ������������������������������������������������������������������ 1599�00            

W501
OPTOMA eh500 1080P DlP 3D PrOjecTOr Offers fine detail and is ideal 
for large screen use in business and educational applications. Features include 
Creston RoomView compatibility, Full 3D compatibility (with 3D sync connector on 
rear), +/-15° vertical keystone correction, and 1.2x manual zoom and focus.

ITEM dEscrIpTIon prIcE
EH500 ����������������������� 4700 lumens, 1080p, 10,000:1 contrast ratio��������������������������� 1499�00
BL-FU310B���������������� Lamp for EH500 projector ����������������������������������������������������������� 427�52
BM-5001U ����������������� Projector mount for EH500 ���������������������������������������������������������� 154�00
BI-EXTBG03 �������������� Wireless VGA dongle �������������������������������������������������������������������� 122�76
BG-Zd301 ����������������� DLP Link 3D glasses ���������������������������������������������������������������������� 65�80
ZF2300GLAssEs�������� RF 3D glasses ������������������������������������������������������������������������������� 89�60       
BG-Bc100B ��������������� RF 3D emitter �������������������������������������������������������������������������������� 44�80

ML800 / ML1000p 

ML550 / ML750 

eh7700

EH7700

TH7500-nL 

TW865-nLW 

OPTOMA PrOsceNe lArGe VeNUe PrOjecTOrs The X605 and W605 feature 
a 3D sync input, vertical and horizontal lens shift, +/-30° vertical keystone correction, 
and (2) 3W speakers. The EH505 has the same features as the X605 and W605 except 
for its +/-15° vertical keystone correction. The EH503 has the same features as the 
EH505 as well as 3-axis color matching, Crestron® RoomView® compatibility, and 
DICOM simulation mode. Additional interchangeable lenses are available - shop 
fullcompass.com or contact your Sales Pro.

ITEM dEscrIpTIon prIcE
X605�������������������������� 6000 lumens, XGA, 2000:1 contrast ratio ��������������������������������� 2999�00
EH505 ����������������������� 5000 lumens, WUXGA, 2000:1 contrast ratio ���������������������������� 3499�00
EH503 ����������������������� 5200 lumens, 1080p HD, 2000:1 contrast ratio ������������������������ 3199�00
W505������������������������� 5200 lumens, WXGA, 2000:1 contrast ratio��������������������������������� 347�20
BI-EXTBG03 �������������� Wireless VGA dongle �������������������������������������������������������������������� 122�76
ZF2300GLAssEs�������� RF 3D glasses ������������������������������������������������������������������������������� 89�60       
BG-Bc100B ��������������� RF 3D emitter �������������������������������������������������������������������������������� 44�80
BG-Zd301 ����������������� DLP® Link™ 3D glasses �������������������������������������������������������������� 65�80

X605
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sONY ADVANceD iNsTAllATiON 3 lcD PrOjecTOrs All models feature 
a 2000:1 contrast ratio, horizontal and vertical lens shift, a 1.6x zoom range, 
closed captioning, and 12-bit 3D digital gamma correction. The VPLFH31 and 
VPLFH36 features side-by-side image projection and DICOM GSDF simulation. 
The VPLFX30 also features +/-30° vertical keystone correction. Additional inter-
changeable lenses are available – shop fullcompass.com for more information.

ITEM dEscrIpTIon prIcE
VpLFH31/W �����������������4300 lumens, WUXGA �������������������������������������������������������������������������3999�00
VpLFH31/B ������������������As above, in black ������������������������������������������������������������������������������3999�00
VpLFH36/W �����������������5200 lumens, WUXGA �������������������������������������������������������������������������4799�00
VpLFH36/B ������������������As above, in black ������������������������������������������������������������������������������4799�00
VpLFX30 ����������������������4200 lumens, XGA ������������������������������������������������������������������������������2299�00
VpLFX35 ����������������������5000 lumens, XGA ������������������������������������������������������������������������������2999�00
VpLFX37 ����������������������6000 lumens, XGA ������������������������������������������������������������������������������3699�00
LMpF272 ���������������������Replacement lamp for VPLFH30, VPLFH35, VPLFX35 �������������������������� 448�13
LMpF230 ���������������������Replacement lamp for VPLFX30 ����������������������������������������������������������� 381�25

VPl-sW235

VpLFH31 / VpLFH36

VpLFX30 / VpLFX35 / VpLFX37

sONY shOrT ThrOW 3lcD PrOjecTOrs These energy-efficient projectors 
can display an 80" picture from only 75 cm away (79 cm on the VPL-SW235) from 
the projection surface and feature wireless presentation capabilities with iOS and 
Android devices, remote control over iOS, PC-less presentation via USB, a 3000:1 
contrast ratio, and a built-in 16W monaural speaker.

ITEM dEscrIpTIon prIcE
VpLsX235������������������ XGA, 3200 lumens ����������������������������������������������������������������������� 899�00
VpLsW235����������������� WXGA, 3000 lumens ������������������������������������������������������������������ 1039�00

Ask us about our
2- and 3-year

extended warranties!

VPlfh31/W

VPlfh31/b

sONY 3lcD lAser PrOjecTOrs These projectors combine a 3LCD optical 
system with a blue laser light source, providing you with constant, vibrant RGB 
color that will operate maintenance free for up to 20,000 hours. Additional features 
include user-selectable light output modes, auto light dimming, a 1.6x wide zoom 
standard lens, +60% vertical and +/-32% horizontal optical lens shift, edge blend-
ing/color matching, multiple input projection, instant picture muting, and corner 
and edge correction that allow you to project images on to non-flat surfaces both 
concave and convex.

ITEM dEscrIpTIon prIcE
VpLFHZ55/B �������������� 4000 lumens, WUXGA ����������������������������������������������������������������������CALL
VpLFHZ55/W ������������� As above, in white ���������������������������������������������������������������������������CALL

sONY 3lcD lAser PrOjecTOrs Features include powered/manual lens throw 
ratio, zoom and focus, 360° installation, optional HDBaseT connectivity, edge blend-
ing, and image warping correction for projecting onto uneven surfaces.  Also features 
control signal input and output via 3.5mm mini jack. To learn about the complete line 
of lenses available for these projectors, please visit our website or contact your 
Sales Pro. 

ITEM dEscrIpTIon prIcE
VpLFHZ700L/W ��������� 7,000 lumens, WUXGA, 8,000:1 contrast ratio ��������������������������������CALL
VpLFHZ700L/B ���������� As above, in black ���������������������������������������������������������������������������CALL
BKM-pJ10������������������ Optional HDBaseT adaptor ���������������������������������������������������������� 970�79

NeW!

sONY UlTrA shOrT ThrOW 3lcD PrOjecTOrs These projectors feature 
manual focus, vertical/horizontal manual lens shift, and (1) 16W speaker. The lens 
has a 1.03x manual zoom, 4x digital zoom, and a 0.27-0.29:1 throw ratio. The CM model 
includes (2) interactive pens and software and includes screen recording, onscreen 
rulers and protractors, and editable drawing objects. The optional wireless dongle 
allows for wireless tablet connection and image transfer.

ITEM dEscrIpTIon prIcE
VpLsW630����������������� 3100 lumens, WXGA, 3000:1 contrast ratio������������������������������� 1344�84
VpLsW630cM������������ As above, with (2) pens & interactive software, wall mount ����� 1888�07
VpLsX630M ��������������� 3200 lumens, XGA, 3000:1 contrast ratio ��������������������������������� 1341�52
IFUWLM3������������������� Optional wireless dongle ��������������������������������������������������������������� 85�04

VpLsW630

NeW!
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ViViTeK exTreMe shOrT ThrOW PrOjecTOrs These projectors deliver 
an 80" to 100" image from an ultra-short distance. The D755WT features direct 3D 
via HDMI, a 3D sync output, and a 20W speaker. The 3D-ready D751ST features a 
10W speaker and a 3D sync output.

ITEM dEscrIpTIon prIcE
d755WT �����������������������WXGA projector, 3000 lumens, 5000:1 contrast ratio �����������������������1163�75
d751sT ������������������������As above with XGA, 10W speaker �������������������������������������������������������1130�00

ViViTeK QUMi 3D-reADY leD POcKeT PrOjecTOrs Weighing only 1.1 
lbs, the Qumi Q5 lamp-free pocket projector features a DLP® Pico chipset and 
BrilliantColor™ technologies from Texas Instruments. Ideal for use with smart-
phones, laptops, tablets and cameras. Additional features include a +/-40° vertical 
keystone correction, a 2W speaker (two on the Q7), and a 24-pin "Universal I/O" 
port for VGA/component input (Q5 only). Compatible with H.264, WMV, DivX™, 
MPEG-4, MP3, WAV, and various image and document files. The Q5 is available in 
white, black, red, blue and yellow. The Q7 comes in white or black.

ITEM dEscrIpTIon prIcE
QUMI-Q5 ����������������������500 lumens, HD 720p, 10,000:1 contrast ratio ����������������������������������� 599�00
QUMI-Q7 ����������������������800 lumens, HD 720p, 30,000:1 contrast ratio ����������������������������������� 999�00

VPlcx235

sONY bAsic iNsTAllATiON 3 lcD PrOjecTOrs All models have a 10W 
speaker and vertical/horizontal keystone correction. The projectors are also 
capable of selecting between 2 audio sources and routing them via a variable 
audio out to a room amplification system. VPLCW275, VPLCX235, and VPLCX275 
have a 1.5x zoom lens with manual focus and manual lens shift.

ITEM dEscrIpTIon prIcE
VpLcW255 �������������������4500 max lumens, WXGA, 3700:1 contrast ratio ������������������������������1749�00
VpLcW275 �������������������5100 max lumens, WXGA, 3000:1 contrast ratio ������������������������������2099�00
VpLcX235 ��������������������4100 max lumens, XGA, 3100:1 contrast ratio ���������������������������������1399�00
VpLcX275 ��������������������5200 max lumens, XGA, 3000:1 contrast ratio ���������������������������������1749�00
LMpc240 ���������������������Replacement lamp ������������������������������������������������������������������������������� 381�25

VPlfh500l

sONY lArGe VeNUe PrOjecTOrs  The VPLFH500L features side-by-side image 
projection and DICOM medical training mode. The VPLFX500L features 3D gamma 
correction, closed captioning, and +/-30° vertical keystone correction. Both models 
have large horizontal and vertical lens shift ranges (dependent upon the lens in use) 
and a 2500:1 contrast ratio. Additional interchangeable lenses are available – please 
visit our website for more information.

ITEM dEscrIpTIon prIcE
VpLFH500L �������������������7000 lumens, WUXGA ������������������������������������������������������������������������������9499�00
VpLFX500L �������������������7000 lumens, XGA �����������������������������������������������������������������������������������5699�00
VpLLZ4011 �������������������Short focus zoom lens ������������������������������������������������������������������������������2151�68           
LMpF330�����������������������Replacement lamp ������������������������������������������������������������������������������������� 558�96

VPleW225

ViViTeK 3D-reADY shOrT-ThrOW DlP PrOjecTOrs Features include 
a 3000:1 contrast ratio, 1.15:1 manual zoom (1.2:1 zoom on D859), manual focus, 
+/-15º auto vertical keystone correction. The D859 also features a 10W speaker.

ITEM dEscrIpTIon prIcE
d853W �������������������������3200 lumens, WXGA ����������������������������������������������������������������������������� 745�00
d859�����������������������������3600 lumens, XGA �������������������������������������������������������������������������������� 683�75

d859

d853W

sONY cOMPAcT PrOjecTOrs These projectors offer closed captioning, 
remote control via LAN, auto lamp dimming, auto brightness adjustment, and a 
16W speaker. A USB slot allows you project images through a USB drive or wire-
lessly connect to your network via the wireless dongle.

ITEM dEscrIpTIon prIcE
VpLEW225 �������������������2600 max� lumens, WXGA, 2300:1 contrast ratio ������������������������������� 673�16
VpLEW246 �������������������3100 max� lumens, WXGA, 2300:1 contrast ratio ������������������������������� 849�00
VpLEW276 �������������������3700 max� lumens, WXGA, 2300:1 contrast ratio �����������������������������1149�00
VpLEX225 ��������������������2700 max� lumens, XGA, 3000:1 contrast ratio ���������������������������������� 552�49
VpLEX246 ��������������������3200 max� lumens, XGA, 3000:1 contrast ratio ���������������������������������� 749�00            
VpLEX276 ��������������������3700 max� lumens, XGA, 3000:1 contrast ratio ���������������������������������� 949�00            
IFUWLM3 ���������������������Wireless USB module for all models ������������������������������������������������������ 85�04
LMpE212 ���������������������Replacement lamp for VPLEX- models ������������������������������������������������ 119�44

VpLEW246 / VpLEW276

ALL oTHEr ModELs

QUMI-Q5

QUMI-Q7
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ViViTeK D6000 series lArGe VeNUe iNsTAllATiON PrOjecTOrs 
Features include dual-lamp technology, 3D-ready via DLP Link, interchangeable 
color wheel, +/-30° vertical keystone correction, and a 1.3:1 power zoom/focus 
ratio.

ITEM dEscrIpTIon prIcE
dW6035 �������������������� 6000 lumens, WXGA, 3000:1 contrast ratio�������������������������������������CALL     
dX6535 ��������������������� 6700 lumens, XGA, 3000:1 contrast ratio ���������������������������������������CALL        
5811100818-s ���������� Replacement lamp ���������������������������������������������������������������������� 438�00
5811116070-sVK ������ 0�8:1 wide fixed lens ����������������������������������������������������������������� 2188�00
5811100984-sVK ������ 1�81-2�38:1 standard zoom lens ������������������������������������������������� 879�00
5811117908-sVK ������ 2�33-3�86:1 long zoom lens ������������������������������������������������������� 2188�00
5811118016-sVK ������ 3�76-5�64:1 long zoom lens ������������������������������������������������������� 2188�00

ViViTeK D8800 lArGe VeNUe PrOjecTOr This dual-lamp projector 
features a centered lens that is motorized for vertical and horizontal lens shift-
ing and power zoom/focus.  Also offers built-in edge blending and warping, and 
interchangeable color wheels. Comes with IR remote.

ITEM dEscrIpTIon prIcE
d8800 ����������������������� 8000 lumens, WUXGA ����������������������������������������������������������������������CALL                  
3797772800-sVK ������ Replacement lamp ���������������������������������������������������������������������� 799�00
3797745200-sVK ������ Short zoom lens, 1�31-1�87:1 ���������������������������������������������������� 2375�00
3797744200-sVK ������ Standard zoom lens, 1�81-2�38:1 ���������������������������������������������� 1195�00

ViViTeK DlP iNsTAllATiON PrOjecTOrs Features include Full HD 3D 
functionality via DLP Link or BluRay 3D, manual lens shift, 1.25:1 manual zoom/
focus ratio, +/-40° vertical keystone correction, (2) 3W speakers, and a 3D sync 
connection.

ITEM dEscrIpTIon prIcE
d5110W-WnL ������������ WXGA, 5000 lumens, 2000:1 contrast ratio������������������������������� 1699�00
d5190Hd-WnL ���������� 1080p, 4700 lumens, 2000:1 contrast ratio������������������������������ 2723�50
d5380U ��������������������� WUXGA, 5000 lumens, 2000:1 contrast ratio ���������������������������� 3900�00
5811118452-sVV ������ Replacement lamp ���������������������������������������������������������������������� 593�00
5811116223-s ���������� 1�25:1 manual standard zoom/focus lens ����������������������������������� 392�00
5811116225-s ���������� Fixed lens with manual focus ������������������������������������������������������ 725�00
5811116224-s ���������� 1�5:1 manual long zoom/focus lens �������������������������������������������� 900�00

ViViTeK MUlTiMeDiA DlP PrOjecTOrs All models feature a 3000:1 con-
trast ratio, +/-15º auto vertical keystone correction, 1.2:1 manual zoom, manual 
focus, a 5W mono speaker, and VividWheel III technology for better color repro-
duction and automatic gain control.

ITEM dEscrIpTIon prIcE
d950Hd������������������������3000 lumens, WUXGA ��������������������������������������������������������������������������� 899�00
d952Hd������������������������3600 lumens, 1080p ���������������������������������������������������������������������������� 999�00
d963Hd������������������������4500 lumens, 1080p ��������������������������������������������������������������������������1661�25

ViViTeK D8300 series lArGe VeNUe DlP PrOjecTOrs All models 
feature a 3000:1 contrast ratio, +/-20º vertical and +/-35º horizontal keystone cor-
rection, manual zoom and focus (except for D8300EXT), and +/-120% vertical and 
+/-30% horizontal lens shift (except for D8300EXT).

ITEM dEscrIpTIon prIcE
d8300 ��������������������������6500 lumens, 1080p, with standard zoom lens, 1�3:1 zoom ratio ���������CALL
d8300EsT ��������������������6500 lumens, 1080p, with short wide fixed lens ������������������������������������CALL
d8300sT ����������������������6500 lumens, 1080p, with short zoom lens, 1�19:1 zoom ratio ��������������CALL
d8300LT ����������������������6500 lumens, 1080p, with long zoom lens, 1�67:1 zoom ratio ���������������CALL

ViViTeK D5010 DlP MUlTiMeDiA PrOjecTOr This professional large 
venue projector is filter-free and features manual lens shift, +/-40° vertical key-
stone correction, a 1.6-2.0:1 throw ratio, 1.25:1 manual zoom/focus ratio, a 3D sync 
connection, and (2) 3W speakers.

ITEM dEscrIpTIon prIcE
d5010-WnL ��������������� XGA, 6000 lumens, 2000:1 contrast ratio ��������������������������������� 1599�00
5811118452-sVV ������ Replacement lamp for D5010 ����������������������������������������������������� 593�00
5811116223-s ���������� 1�25:1 manual standard zoom/focus lens ����������������������������������� 392�00
5811116225-s ���������� Fixed lens with manual focus ������������������������������������������������������ 725�00
5811116224-s ���������� 1�5:1 manual long zoom/focus lens �������������������������������������������� 900�00


