
Included in HDC-XPTZ/T Package:
Pan / Tilt Head x1

Packaged power supply (rack mounted unit) x1

Pan / Tilt Head :
Load Capability: 35 lbs (16kg)

Pan range: +/-170 degrees with endstops

Tilt range: +/– 35 degrees (standard)

Weight: 14 lbs (6.3kg)

Precise, quiet pan/tilt head with smooth variable operating speed

Tally LED

Ceiling, shelf and wall mounting possible through optional mounting bracket

Optional weather resistant dome available for outdoor mounting

Joystick Control Panel (CP-D-3A):
Panel has three axis joystick and separate focus knob

Controls up to 4 HDCX300 or HDCX310 cameras with 16 presets per camera

Individual joystick sensitivity settings for pan / tilt / zoom

Key Applications:
Remote POV Shooting

Sports

Houses of Worship

Auditorium / Event Hall

Camera / Lens / Joystick Controller Accessories – Suggested List Prices:
Sony Multi-purpose HD Camera Head HDCX300 $15,000

Sony Multi-purpose HD Camera Head HDCX310 $16,500

Telemetrics Joystick Control Panel CP-D-3A $5,660

Optical Fiber Interface Unit for HDCX310 HFUX310 $3,800

HDSDI output board for HFUX310 HFBKHD1 $2,200

SDI output board for HFUX310 HFBKSD1 $2,000

XGA output board for HFUX310 HFBKXG1 $2,300

HDV i.LINK® output board for HFUX310 HFBKTS1 $2,700

Fujinon 18x Motorized Lens HSs18x5.5BMD $9,800

HDCX300 / X310

HDC-XPTZ/T Telemetrics Pan/Tilt 

Robotics Package for HDCX300 / X310 Cameras

Suggested List Price: $6,115
(camera / lens / cable / joystick controller excluded)
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