
Professional Series
40W Max. P.A. Amplifier

Specifications

Specifications subject to change

For more information contact us at:
Speco Technologies 200 New Highway, Amityville, NY 11701 Web: www.specotech.com

Toll Free: 1-800-645-5516 In Metro NY: 631-957-8700 Fax: 631-957-9142 or 631-957-3880

P40A

Features
• Separate bass and treble controls

• Separate volume control for each input

• Compact design with lighted on/off power switch

Inputs . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2 Microphone, 1 Auxiliary

Outputs . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8, 25V and 70V

Power Output . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .40W Max.

Frequency Response . . . . . . . . . . . . . . . . . . . . . . . . .25Hz -18KHz +/- 3dB

LxWxH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .8.7”x7.3”x3.3”

Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .9 lbs.

The Speco Technologies P40A Professional Series amplifier was designed with budget, performance and ease of

use in mind. With¼”microphone and auxiliary inputs located on the front panel, it’s simple enough for

novices to use, yet is durable and versatile enough to meet the sound distribution needs of audio professionals.


