
PT2100

SPECIFICATIONS
Screen Size:    Diagonal 8" TFT - LCD
Resolution:    800 x 600 up to 1024 x 768
LCD Brightness:   400cd/m2
Contrast Ratio:   200:1
Viewing angles:  65/65(R/L)
Operating Volts:   DC 11-13V
Power Consumption: <10W
Operating Temp.:   0-65C
Dimension:    8.1” x 5.7” x 1.2” (monitor)
Weight:   11 Lbs (assembled unit)
   

FEATURES8” Teleprompter

Kit Includes 
Teleprompter Frame, Hood, 8” LCD Monitor, and 
PrompterPro 2.0 Software.  

Features you need, Prices you want.

The perfect solution for small studio or field productions.

$ 899
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The newly re-designed PT2100 Thru the Glass Teleprompter 
brings together everything necessary in a portable, field 
teleprompter and combines it with the strong, stable build 
of a small studio teleprompter.  The new design allows for 
better adjustment in the monitor and glass brackets as well 
as a more robust construction.

 • Lightweight & Adjustable
 • Easy set-up in the field
 • High Quality 70/30 Teleprompter 
    glass
 • Designed for ‘small-form' 
    Hi-Def cameras
 • Includes  mounting hardware
 • V8000 8" 4:3 LCD Monitor
 • Rear T-Channel Mount
 • Prompter Pro v.2 Included
 • MAC & PC Compatible 

Note: Tripod with weight capacity of at least 22 lbs. 
           strongly recommended. 


