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TD-20SX Specifications
■ Dimensions 1600 (W) x 1400 (D) x 1250 (H) mm / 63 (W) x 55-1/8 (D) x 49-1/4 (H) inches (including Sound 
Module, Kick Pad, Cymbals and Stool) ■ Weight 56.5 kg / 124 lbs 9 oz (Excluding Kick Pedal, Snare Stand, 
and Hi-Hat Stand) ■ Options Pad Mount (MDH series), Cymbal Mount (MDY series), V-Drums Accessory 
Package: DAP-3, V-Drums Mat: TDM-20, Personal Drum Monitor: PM-30, PM-10

* The specifications are subject to change without notice.

MDS-25 Specifications
■ Accessories Holder x 5, Pad Arm x 4, Cymbal Arm x 3, Owner’s Manual, Mounting Plate, Drum Key, Cable 
Tie, Connection Cable (concealed in pipes) ■ Required Space for Set-up 1400 (W) x 950 (D) x 1100 (H) mm / 
55-1/8 (W) x 37-7/16 (D) x 43-5/16 (H) inches (Drum Stand only), 1600 (W) x 1400 (D) x 1250 (H) mm / 63 (W) 
x 55-1/8 (D) x 49-1/4 (H) inches (including Sound Module, Kick Pad, Cymbals and Stool) ■ Tube Diameter 
Stand: 38.1 mm / 1-1/2 inches, Pad Arm/Cymbal Arm: 22.2mm / 7/8 inches ■ Weight 20.5 kg / 45 lbs 4 oz 
(including Pad Mounts and Cymbal Mounts)

* The specifications are subject to change without notice.

TD-20X Specifications
■ Sound Generator Variable Drum Modeling ■ Maximum Polyphony 64 Voices 
■ Instruments Drum Instruments: 920, Backing Instruments: 262 ■ Drum Kits 100 
■ Drum Kit Chains 16 chains (32 steps per chain) ■ Ambience Parameters Room Type 
(25 types), Room Size, Wall Type, Mic Position, Room Shape ■ Mixer Parameters 
Volume, Pan, Minimum Volume, Ambience Send Level, Multi-Effects Send Level, 
Output Assign ■ Effect Types Pad Equalizer (each pad), Pad Compressor (each pad), 
Multi-Effects: 13 types, Master Compressor, Master Equalizer, Reverb (for backing 
part), Chorus (for backing part) ■ Percussion Sets 8 
■ Sequencer User Patterns: 100, Preset Patterns: 150, Parts: 6, Maximum Note 
Storage: approx. 20,000 Notes, Tempo: 20—260, Click Instruments: 20 
■ Display 64 x 240 dots (backlit graphic LCD), 7 segments, 3 characters (LED), Trigger 
Level Indicator (LED) ■ Faders 8 ■ Preview Button ■ Connectors Trigger Input Jack x 
15, Hi-Hat Control Jack (VH series, FD series), Master Output Jacks (L/MONO, R), 
Direct Output Jack x 8, Digital Output Jack (COAXIAL type, 44.1 kHz / 24-bit), 
Headphones Jack (Stereo 1/4 inch phone type), Mix in Jack (Stereo 1/4 inch phone 
type), MIDI Connectors (IN, OUT/THRU), Foot Switch Jack (1/4 inch TRS phone type), 
CompactFlash Card Slot, AC Inlet ■ Output Impedance 1.0 kΩ ■ Power Supply AC 117 
V, AC 230 V, AC 240 V (50/60 Hz), AC 220 V (60 Hz) ■ Power Consumption 16 W 
■ Dimensions 307 (W) x 256 (D) x 105 (H) mm, 12-1/8 (W) x 10-1/8 (D) x 4-3/16 (H) 
inches ■ Weight 2.7 kg / 6 lbs ■ Accessories Owner’s Manual, Power Cord ■ Options 
Pads (PD series, PDX series), Cymbals (CY series), Kick Triggers (KD series), Hi-Hat (VH 
series), Hi-Hat Control Pedal (FD series), Stands (MDS series), Cymbal Mount (MDY 
series), Pad Mount (MDH series)

* The specifications are subject to change without notice.
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TD-20SX    V-Drums® V-Pro Series TD-20X    Percussion Sound Module

MDS-25    Drum Stand

The new TD-20SX V-Pro series makes a full-impact impression onstage with its industrial brushed-metal* V-Pads, enlarged 
V-Kick, silver-colored V-Cymbals, and rock-solid chrome drum rack. The TD-20X drum module is loaded with hundreds of 
powerful and expressive sounds, and provides a newly integrated feature set that’s based on Roland’s famous TD-20 and 
TDW-20. Eye-catching looks, incredible sounds, and reinforced hardware make the TD-20SX a star on any stage.

*Synthetic material with authentic brushed-metal appearance.

● Latest sounds and improved dynamics for a supremely 
 natural, powerful drumming experience
● Integrated feature set based on TD-20 and TDW-20
● New V-Pads and V-Kick with attractive brushed-metal look
● New silver-colored V-Cymbals® and V-Hi-Hat®

● Custom covering system (interchangeable 
 shell-wraps for V-Kick and V-Pads)
● Newly designed hardware provides enhanced 
 stability, style, and flexible mounting options

Rage on the Stage
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V-Pro Series TD-20SX Kit Configuration
------------------------------------------------------------------------------------
TD-20X Percussion Sound Module x 1
PD-125X V-Pad x 2
PD-125XS V-Pad (Snare) x 1
PD-105X V-Pad x 2
VH-12-SV V-Hi-Hat x 1
CY-14C-SV V-Cymbal Crash x 2
CY-15R-SV V-Cymbal Ride x 1
KD-140 V-Kick x 1
MDS-25 Drum Stand x 1

This chrome-finished drum rack not 
only looks great, it also provides 
rock-solid stability with its advanced 
weight-balanced design. The newly 
improved mounts for cymbals and 
toms provide a highly flexible setup. 
The rubber protective sleeve shields 
the cables from damage, while the new 
clear-cabling system complements 
the overall design. This is the flagship 
stand for professional stage use.

The TD-20X combines the features of Roland’s 
TD-20 and TDW-20 in one unit, with hundreds of 
expressive, dynamic sounds onboard, plus new 
ambience and the latest V-Edit including Kit 
Resonance. 

● World-leading Percussion module with COSM® 
 technology
● 920 drum instruments and 100 drum kits onboard
● New ambience choices optimized for a wide 
 variety of live environments
● New compression algorithms for unprecedented 
 power and punch
● 99 internal patches, convenient backup via 
 CF card
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12-inch V-Pad (Snare) is 
snare-stand mountable. 
It has a brushed-metal* finish 
and interchangeable 
shell-wraps.

15-inch V-Cymbal (ride) features 
a silver-colored finish, positional 
sensing, choke-compatible edge, 
and 3-way triggering for edge/
bow/bell.

14-inch V-Cymbal (crash) features 
a silver-colored finish, a natural 
floating mechanism, and 
choke-compatible edge.

12-inch V-Pad has a 
brushed-metal* finish, an 
interchangeable shell-wraps, 
and dual tom-mount options.

10-inch V-Pad provides the same 
brushed-metal* finish and features 
as its companion pads, including 
interchangeable shell-wraps and 
dual tom-mount options.

New silver-colored V-Hi-Hat provides 
full motion capability for natural 
stick/pedal work — a perfect 
complement to the TD-20SX kit.

14-inch V-Kick features an 
enlarged bass-drum head 
and solid-metal frame 
for a secure, natural feel. 
Drummers will feel the 
difference the moment they 
sink their pedal into this 
top-of-the-line pad.

V-Compact® Series  TD-4SX

A Bold New Look for Affordable V-Drums
Based on the popular TD-4K kit, the 
new TD-4SX takes the best of the 
past — outstanding feel, versatility, 
and affordability — and spices it up 
with newly developed 6.5-inch mesh 
pads for high toms.

● New 6.5-inch mesh pads 
 for high toms
● PDX-8 for floor tom 
● High-quality dynamic 
 sounds 
● Easy editing with 
 customizable tuning and 
 muffling
● Coach function for building 
 skills and technique
● Expandable with an 
 optional pad or CY-12R/C 
 ride-cymbal replacement
● Compatible with optional 
 VH-11 V-Hi-Hat® to mount 
 on conventional hi-hat 
 stands
● Cable harness and DB-25 
 connector provided for 
 fast, clean cable connection
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PD-125X Specifications
■ Pad size 12 inches ■ Trigger 2 (Head, Rim) ■ Dimensions 358 (W) x 368 (D) x 117 (H) mm, 
14-1/8 (W) x 14-1/2 (D) x 4-5/8 (H) inches ■ Weight 3.4 kg, 7 lbs 8 oz ■ Accessories Owner’s 
Manual, Connection Cable, Drum Key ■ Options Pad Mount (MDH series), Stand (MDS series)

* The specifications are subject to change without notice.

KD-140 Specifications
■ Pad size 14 inches ■ Dimensions 550 (W) x 320 (D) x 530 (H) mm, 21-11/16 (W) x 12-5/8 (D) x 
20-7/8 (H) inches ■ Weight 11.0 kg, 24 lbs 5 oz ■ Accessories Owner’s Manual, Connection Cable, 
Plastic Beater, Drum Key

* The specifications are subject to change without notice.

CY-14C-SV Specifications
■ Size 14 inches ■ Triggers 2 (Bow/Edge) ■ Connector BOW/EDGE Output Jack ■ Dimensions 
352 (W) x 352 (D) x 48 (H) mm / 13-7/8 (W) x 13-7/8 (D) x 1-15/16 (H) inches ■ Weight 1.4 kg / 3 lbs 
2 oz ■ Accessories Owner’s Manual, Wing Nut, Felt Washer, Stopper, Connection Cable, Cable Tie 
■ Options Cymbal Mount (MDY Series), Cymbal Parts Set (CYM-10)

* The specifications are subject to change without notice.

PD-125XS  V-Pad (Snare)

CY-15R-SV Specifications
■ Size 15 inches ■ Triggers 3 (Bow/Bell/Edge) ■ Connectors BOW/BELL Output Jack, BOW/EDGE 
Output Jack ■ Dimensions 376 (W) x 376 (D) x 50 (H) mm / 14-13/16 (W) x 14-13/16 (D) x 2 (H) 
inches ■ Weight 1.6 kg / 3 lbs 9 oz ■ Accessories Owner’s Manual, Wing Nut, Felt Washer, 
Stopper, Connection Cable x 2, Cable Tie ■ Options Cymbal Mount (MDY Series), Cymbal Parts 
Set (CYM-10)

* The specifications are subject to change without notice.

CY-15R-SV  V-Cymbal Ride

PD-125X  V-Pad

TD-4SX  V-Drums V-Compact SeriesCY-14C-SV  V-Cymbal Crash

PD-105X Specifications
■ Pad size 10 inches ■ Trigger 2 (Head, Rim) ■ Dimensions 307 (W) x 317 (D) x 117 (H) mm, 
12-1/8 (W) x 12-1/2 (D) x 4-5/8 (H) inches ■ Weight 3.0 kg, 6 lbs 10 oz ■ Accessories Owner’s 
Manual, Connection Cable, Drum Key ■ Options Pad Mount (MDH series), Stand (MDS series)

* The specifications are subject to change without notice.

PD-105X  V-Pad

VH-12-SV  V-Hi-Hat®

MDY-25  
Cymbal Mount

MDH-25  
Pad Mount

KD-140  V-Kick

TD-4SX Specifications
■ Dimensions 1200 (W) x 1100 (D) x 1250 (H) mm / 47-1/4 (W) x 43-5/16 (D) x 49-1/4 (H) 
inches (with using MDS-4, including Sound Module, Kick Trigger, Cymbals, and Drum 
Throne) ■ Weight 12.0 kg / 26 lbs 8 oz(excluding Stand) ■ Accessories Drum Key, 
Setup Guide ■ Options Cymbal Mount: MDY-10U, Pad Mount: MDH-10U, Personal 
Drum Monitor: PM-10, PM-30, V-Drums Accessory Package: DAP-3, V-Drums Mat: 
TDM-10, Stand: MDS-4

* The specifications are subject to change without notice.

PD-125XS Specifications
■ Pad size 12 inches ■ Trigger 2 (Head, Rim) ■ Dimensions 358 (W) 
x 322 (D) x 117 (H) mm, 14-1/8 (W) x 12-11/16 (D) x 4-5/8 (H) inches 
■ Weight 3.0 kg, 6 lbs 10 oz ■ Accessories Owner’s Manual, 
Connection Cable, Drum Key 

* The specifications are subject to change without notice.

VH-12-SV Specifications
■ Size 12 inches ■ Trigger 2 (Bow/Edge) ■ Connectors TRIGGER 
OUTPUT Jack, CONTROL OUTPUT Jack ■ Dimensions 314 (W) x 314 
(D) x 89 (H) mm / 12-3/8 (W) x 12-3/8 (D) x 3-9/16 (H) inches ■ Weight 
1.9 kg / 4 lbs 4 oz ■ Accessories Owner’s Manual, Clutch, Clamp, 
Holder (3 types), Link Cable, Connection Cable x 2, Drum Key, Cable 
Tie

* The specifications are subject to change without notice.
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V-Compact Series TD-4SX Kit Configuration
------------------------------------------------------------------------------------
TD-4 Percussion Sound Module x 1
PDX-8 V-Pad (Snare, Tom 3) x 2
PDX-6 V-Pad (Tom 1, Tom2) x 2
CY-8 Dual-Trigger Cymbal Pad x 2
CY-5 Dual-Trigger Cymbal Pad x 1
KD-8 Kick Trigger Pad x 1
FD-8 Hi-Hat Control Pedal x 1
MDS-4 Drum Stand x 1

(coming soon)

New cymbal mount for the 
MDS-25 with a flexible 
ball-clamp and newly 
designed mechanical arm. 
Provides dual-mount options 
for boom and straight.

CV-20KX-BU/RD  Shell Wrap Package for TD-20KX (Blue/Red)
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CV-20KX-BU/RD Shell Wrap Package for 
TD-20KX (Blue/Red)

Page 15(coming soon)

(coming soon)

New tom mount 
for the MDS-25 
with a flexible 
ball clamp and 
tilt mechanism.

*Synthetic material with authentic brushed-metal appearance.




