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Whether you’re a weekend warrior or on the road full 
time, the Westone UM2 is a serious tool packed with 
all the right features to make sure you bring down the 
house every time you get on stage.  The dual-driver 
balanced armature design is both dynamic and yet has 
the raw output for any stage condition.  Handmade 
in the USA, the UM2 keeps things comfortable with 
Westone’s exclusive True-Fit technology.     

Bring The House Down
Dual-Driver Design

Superior Sound Isolation

On-Stage Monitoring, Drummers & Bass Players

UM2

•	 Premium Comfort Tips
•	 Travel Case
•	 Cleaning Tool

ACCESSORIES:

realwestone

universal fit
musicians' monitors

Westone's  EPIC  pro  Cable:
•	 Earphone Precision Interconnect Cable
•	 Ultra supple braided design insures comfort &  

resists tangles
•	 Robust bifurcation w/slide adjustment keeps  

cord in place
•	 Over-the-ear cable design offers superior in-ear  

comfort and isolation from microphonics
•	 Low snag, low profile right-angle 3.5mm connection is 

designed specifically for on-stage belt packs

True-Fit  Technology:
•	 50+ years experience with in-ear applications has 

yielded optimum ergonomics and fit
•	 True-Fit sound port delivers maximum comfort and 

in-ear coupling for dynamic transfer of sound 
•	 Low-profile lightweight body is designed for  

extended listening comfort 
	

Driver Balanced armature,  full range

Cable Length 50” / 128 cm

Weight 0.445 ounces / 12.7 grams

Input Connector 1/8 inch / 3.5 mm, Stereo

Frequency Response 20 Hz - 18 kHz

Input Sensitivity 119 dB SPL @ 1kHz

Input Impedance 27 ohm @ 1kHz

Passive Noise Attenuation 25 dB

Parameter

SPECIFICATIONS:

Micro-Driver  Balanced  Armature:
•	 Separate low frequency and high frequency drivers for 

robust sound, accurate reproduction and high-output 
for demanding stage environments	


