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The AC1 breaks new ground in performance, quality and 
value.  Handcrafted in the same custom lab as the revered 
Westone ES Series, the AC1 uses a single balanced armature 
driver to accurately reproduce your live performance.  The 
clear acrylic body with removable cables is exceptionally 
comfortable, provides up to 25dB of ambient noise reduction 
and is quite stealthy on stage. 

Step Up To Customs
Single Driver Design
Your Fit, Your Sound

Emerging Artists , Worship Teams

AC1

•	 Travel Case
•	 Cleaning Tool

ACCESSORIES:

realwestone

full acrylic
custom  monitors

Westone's  EPIC  Pro  removable  Cable:
•	 Earphone Precision Interconnect Cable
•	 Ultra supple braided design insures comfort &  

resists tangles
•	 Robust bifurcation w/slide adjustment keeps  

cord in place
•	 Over-the-ear cable design offers superior in-ear  

comfort and isolation from microphonics
•	 Low snag, low profile right-angle 3.5mm connection is 

designed specifically for on-stage belt packs
•	 Removable and user replaceable

Custom-Fit  Technology:
•	 50+ years experience with in-ear applications has 

yielded optimum ergonomics and fit
•	 Custom cold pour acrylic body delivers maximum  

comfort and in-ear coupling for dynamic transfer of 
sound 
	

Driver Single Balanced Armature 
Driver

Cable Length 50” / 128 cm

Input Connector 1/8 inch / 3.5mm, Stereo

Frequency Response 20 Hz - 16 kHz

Input Sensitivity 114 dB SPL @ 1kHz

Input Impedance 25 ohm @ 1kHz

Passive Noise Attenuation 25 dB

Body Full Acrylic

Parameter

SPECIFICATIONS:

Micro-Driver  Balanced  Armature:
•	 Single driver delivers accurate reproduction in the ear 

and high-output for demanding stage environments


