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The CP-R Compass Plus Remote adds convenient remote

control capability to FSR’s Compass Plus Dual Channel

Seamless Switchers. This remote unit can control both the

CP-100 or CP-200 models and allow the switcher to be

rack mounted in an equipment closet or other remote

location.  An array of front panel backlighted switches fully

control functions and effects setup. The user can view

status and setup messages via the LCD screen. 

A versatile two-piece design enables the CP-R to be used

on a desktop or mounted on a work surface with its sloped

console housing. The front panel can also be removed

from the housing and recess mounted. The unit is powered

locally from a removable 120VAC IEC cable.

The CP-R has both Ethernet and RS-232 control ports. It

can reside on a network or be connected directly to the

CP-100 or CP-200 Seamless Switcher. The DB-9 RS-232

port allows direct connection the CP-100 or CP-200

switcher.  The RJ-45 Ethernet port is connected to a 

network tie point such as a hub or switch. Firmware can

be updated through the RS-232 port.

The CP-R is the perfect control system for Houses of

Worship. It is designed for user friendly setup and opera-

tion, making it easy for volunteer church staff to use.

FEATURESFEATURES

DESCRIPTIONDESCRIPTION

• Console, surface, or recess mounting capability

• User friendly setup and operation

• Dual communication ports RS-232 and Ethernet

• LCD display for status and setup

• Switch lamp feedback tracks switching 

• Adjustable front panel LCD and switch lamps
brightness and contrast

• Attractive ergonomic sloped console included

Controls CP-100 
or CP-200 
Seamless 
Switchers 

(not included)

Ideal for 
House of 
Worship 

Applications
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TECHNICAL SPECIFICATIONSTECHNICAL SPECIFICATIONS

DIMENSIONSDIMENSIONS

MADE IN
THE USA

Ethernet RJ-45 EIA TIA 568B 
Serial RS-232 DB-9 female
Power 100-240 VAC, 50/60 Hz, 0.3A (IEC cord included)
Dimensions 10.81”W X 3.09” H W X 6.22” D 
Shipping weight 6 lbs.

Specifications are subject
to change without notice.


