DUAL 15 WORKSTATION

Imagine -
then transform.

TRANSFORM your computer-based
system with the styling and
efficiency of a Dual 15 workstation.
The name is derived from two 15°
angles in the desk's design, giving

it both enhanced utility and a

unique appearance.

Your dream studio
just got closer.



DUAL 15 WORKSTATION

ENVISION the ideal environment, then make it your reality.
Symmetric low-profile design and integrated racks enhance
your workspace - bringing order and alignment to your
equipment and controls.

ACCESSORIES

Mahogany Casters Flybridge
Hardwood

Endpanels

Dual Rack ‘n Roll

Monitor Arm

DUAL 15-356
Depth: 50.0”

Width: 94.0"

Height: 29.25" armrest)

NEED A CUSTOMIZED SOLUTION?

Give us a call to discuss what you have in mind,
we're happy to help.

WARRANTY
ARGOSY WARRANTS ALL MATERIALS AND WORKMANSHIP TO BE FREE OF DEFECTS FOR A PERIOD OF ONE YEAR.

For more information about our products and services or to see a list of dealers, please vist us at
www.argosyconsole.com or call the numbers below.

©2008 ARGOSY CONSOLE, INC. All rights reserved. Argosy is a registered trademark of Argosy Console, Inc.

Other trademarked names are the property of their respective owners.

ph: 573.348.3333 toll free: 800.315.0878



DUAL 15

Lowered Monitor

Platform.

page 66.
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Steel leg assemblies
provide solid
support.

Padded armrest Desk surface.

provides comfort for
extended hours of
use.
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Integrated Rack
Modules, see

FEATURES AND TECHNICAL SPECIFICATIONS

¢ Designed with two 15 degree angles for a wrap-around feel
e Full Length Padded Armrest (standard Dual 15 models)

e Powder Coated Steel Legs

* Integrated Rack Modules (see page 66)

e Internal Cable Trunking for Wire Management

e Powder Coated Finish on the Upper End Panels

Dual 15 and 15K workstations are shipped disassembled for
easy installation. *Free shipping within the continental United States.
Chassis components are made of 19mm and 32mm MDF to provide
durability, strength, and density for minimal acoustical influence. Chassis
design defeats thermal buildup and permits easy cable access. Enclosed
utility area separates, conceals, and protects vital gear and cabling.
Optional rack modules provide flexibility to accommodate different
system configurations. Patented design.

Dim “A”
(pg.66)

29.25"
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Dim. A: 36.0" Dim. A: 42.75"

Mastering module designed with angled top to defeat early reflections The "original" rack module with a total of 12 RU spaces on the front plus
from speakers. Total 8 RU spaces. 7 more on the back.
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Dim. A: 36.0" Dim. A: 41.0°
Low profile module with enough flat space on top to place near-field “Radio Rack Module” has 3 RU spaces on the first incline with 5 RU spaces
speakers. Features 8 RU spaces in front and 3 RU spaces in back. above plus 6 more spaces on the back.
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Dim. A: 39.25” Dim. A: 45.5"

Medium profile module with ample space for near-field speakers and more rack “Video Rack Module” with 8 RU spaces in front and 8 RU spaces in back,
equipment. A total of 10 RU spaces in front and 5 additional spaces in back. set at 21"depth to mount pull-out video decks. Total of 16 spaces.
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