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Premium Quality. Perfect Fit. 
From professional applications to 
everyday personal listening, Shure 
headphones bring together dynamic, 
high-performance audio with the 
unparalleled build quality that has 
made us a leader in professional 
audio for over 85 years.



Professional Open Back Headphones
Designed for mastering and critical listening

SRH1840

•  Unparalleled acoustic  
performance with individually 
matched 40 mm neodymium 
drivers that deliver smooth 
extended highs and  
accurate bass

•   Open-back, circumaural  
design for exceptionally natural 
sound, wide stereo image, 
and increased depth of field

•  Lightweight and durable 
dual-frame construction 
with aircraft-grade aluminum 
alloy yoke and stainless steel 
grilles for enhanced durability

•  Unique steel driver frame 
design improves linearity, 
eliminates internal resonance, 
and ensures consistent 
performance at all volume levels

•     Additional pair of 
velour ear pads

•    Dual-exit, detachable cable

•    Threaded ¼"  
gold-plated adapter

•   Zippered hard storage case

INCLUDESFEATURES

Professional Open Back Headphones
Designed for mastering and critical listening

SRH1440

•     Full-range audio with rich, 
controlled bass from 40 mm 
neodymium drivers

•    Open-back, circumaural 
design for exceptionally 
natural sound, wide stereo 
image, and increased 
depth of field

•  Impedance-optimized 
for direct connection to 
wide range of portable 
audio devices

•   Ergonomically designed, fully 
adjustable, premium steel-
frame padded headband 
for hours of listening comfort

•     Additional pair of 
velour ear pads

•    Dual-exit, detachable cable

•    Threaded ¼" 
gold-plated adapter

•   Zippered hard storage case

INCLUDESFEATURES



Professional Monitoring Headphones
Optimized for professional studio recording

Professional Reference Headphones
Designed for critical listening, monitoring and mastering

SRH840SRH940

•  Tailored frequency response 
delivers rich bass, clear 
mid-range and extended highs

•  Closed-back, circumaural 
design rests comfortably over 
the ears and reduces back-
ground noise

•  Accurate frequency response 
delivers tight bass and 
smooth, high-end extension, 
with minimal distortion

•    Closed-back, circumaural 
design rests comfortably 
over the ears and reduces 
background noise

•   Wide, padded headband 
provides ergonomic fit 
for superior comfort over 
extended periods

•  Collapsible design for 
convenient portability

•  Bayonet clip securely locks 
detachable cable into ear cup

•    Lightweight, ergonomic fit 
with premium padded 
headband for comfortable, 
extended wear

•  Collapsible design with 
90-degree swivel ear cups for 
easy storage and portability

•    Bayonet clip securely locks 
detachable cable into ear cup

• Additional pair of ear pads

• Detachable coiled cable

•  Threaded ¼" 
gold-plated adapter

• Carrying bag 

•  Additional pair of 
velour ear pads

•  Detachable coiled 
and straight cables

•  Threaded ¼"  
gold-plated adapter

• Zippered hard travel case

INCLUDESFEATURES INCLUDESFEATURES



Professional Quality DJ Headphones
Designed for DJ mixing and personal listening

Professional DJ Headphones
Engineered for live professional DJ mixing and monitoring

SRH550DJSRH750DJ

•  Full-range frequency 
response with extended bass

•   Closed-back, supra-aural 
design for comfortable, 
isolating fit 

•    Enhanced frequency response 
tuned to deliver high-output 
bass with extended highs

•    Closed-back, circumaural 
design rests comfortably 
over the ears and reduces 
background noise

•   Adjustable, collapsible 
headband with 90-degree 
swivel ear cups for comfort 
and flexible wearing positions

•   Ultra-lightweight design 
folds to small size for 
maximum portability

•   Adjustable, collapsible 
headband with 90-degree 
swivel ear cups for comfort 
and easy one-ear placement

•    Maximized power handling 
for DJ mixers

•    Bayonet clip securely locks 
detachable cable into ear cup

•   Threaded ¼" 
gold-plated adapter

• Carrying bag

•   Additional pair of ear pads

•    Detachable coiled cable

•    Threaded ¼" 
gold-plated adapter

•   Carrying bag

INCLUDESFEATURES INCLUDESFEATURES



Professional Quality Headphones
Ideal for vivid listening on almost any device

Professional Studio Headphones 
Developed for professional and home studios

•     Wide frequency range 
delivers full bass and 
detailed highs

•    Optimized performance 
for use with most pro and 
consumer audio devices

•    Enhanced frequency 
response delivers 
accurate audio across 
an extended range

•    Closed-back, circumaural 
design rests comfortably 
over the ears and reduces 
background noise

•  Closed-back, circumaural 
design rests comfortably 
over the ears and reduces 
background noise

•   Optimized impedance 
and power handling 
for performance with 
professional audio devices

•  Adjustable headband and 
collapsible construction 
provide comfort and portability

•  Bayonet clip securely locks 
detachable cable into ear cup

•  Threaded ¼" 
nickel-plated adapter

• Detachable coiled cable

•  Threaded ¼" 
gold-plated adapter

• Carrying bag

SRH240ASRH440

INCLUDESFEATURES INCLUDESFEATURES



Technical Specifications

c l o S e d  b a c k  H e a d p H o n e S o p e n  b a c k  H e a d p H o n e S

use
Ideal for vivid listening 
on almost any device

Developed for professional 
and home studios

Designed for DJ mixing  
and personal listening

Engineered for live 
professional DJ mixing 
and monitoring

Optimized for professional 
studio recording

Designed for critical 
listening, monitoring 
and mastering

sPecIfIcAtIons

desIGn Closed-Back, Circumaural Closed-Back, Circumaural Closed-Back, Supra-aural Closed-Back, Circumaural Closed Back, Circumaural Closed-Back, Circumaural

drIver
40 mm dynamic, 
neodymium magnet

40 mm dynamic, 
neodymium magnet

50 mm dynamic, 
neodymium magnet

50 mm dynamic, 
neodymium magnet

40 mm dynamic, 
neodymium magnet

40 mm dynamic, 
neodymium magnet

sensItIvIty 
(1 kHz)

107 dB/mW 105 dB/mW 109 dB/mW 106 dB/mW 102 dB/mW 100 dB/mW

ImPedence
(Nominal, 1 kHz)

38 Ω 44 Ω 32 Ω 32 Ω 44 Ω 42 Ω

mAX InPut Power 
(1 kHz)

500 mW 500 mW 3000 mW 3000 mW 1000 mW 1000 mW

frequency 
rAnGe

20 Hz – 20 kHz 10 Hz – 22 kHz 5 Hz – 22 kHz 5 Hz – 30 kHz 5 Hz – 25 kHz 5 Hz – 30 kHz

net weIGht 
(w/o cable)

.52 lb (238 g) .69 lb (311 g) .52 lb (235 g) .64 lb (291 g) .82 lb (372 g) .71 lb (322 g)

cAble tyPe
Straight, attached 
oxygen-free copper

Coiled, single-exit, detachable 
oxygen-free copper

Straight, attached 
oxygen-free copper

Coiled, single-exit, detachable 
oxygen-free copper

Coiled, single-exit, detachable 
oxygen-free copper

Single-exit, detachable 
oxygen-free copper

cAble lenGth 2 m (6.56 ft) 3 m (9.84 ft) 2 m (6.56 ft) 3 m (9.84 ft) 3 m (9.84 ft)
Coiled: 3 m (9.84 ft) 
Straight: 2.5 m (8.2 ft)

PluG
Gold-plated 1/8" (3.5mm) 
stereo jack

Gold-plated 1/8" (3.5mm) 
stereo jack

Gold-plated 1/8" (3.5mm) 
stereo jack

Gold-plated 1/8" (3.5mm) 
stereo jack

Gold-plated 1/8" (3.5mm) 
stereo jack

Gold-plated 1/8" (3.5mm) 
stereo jack

Includes

AddItIonAl PAIr 
of eAr PAds

detAchAble
cAble

threAded 1/4" 
AdAPter       (Nickel-Plated)

hArd storAGe 
cAse

cArryInG bAG

Designed for mastering 
and critical listening

Designed for mastering 
and critical listening

Open-Back, Circumaural Open-Back, Circumaural

40 mm dynamic, 
neodymium magnet

40 mm dynamic, 
neodymium magnet

101 dB/mW 96 dB/mW

37 Ω 65 Ω

1000 mW 1000 mW

15 Hz – 27 kHz 10 Hz – 30 kHz

.76 lb (343 g) .59 lb (268 g)

Straight, dual-exit, detachable 
oxygen-free copper

Straight, dual-exit, detachable 
oxygen-free copper

2.1 m (6.9 ft) 2.1 m (6.9 ft)

Gold-plated 1/8" (3.5mm) 
stereo jack

Gold-plated 1/8" (3.5mm) 
stereo jack

 

SRH840 SRH940 SRH1440 SRH1840model SRH240A SRH440 SRH550DJ SRH750DJ




