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Satin Black:
RPF50F 3 pin female connector
RPF50M 3 pin male connector
RPF50Q 1/4” phone jack connector
RPF50V recessed BNC connector

•  Can be wall or floor mounted.

•  Sliding panel protects fixed connector from
dirt/debris.

•  Heavy 14 gauge construction withstands abuse
from traffic and heavy loads of pianos and
roadcases.

•  Available with female, male, 1/4” jack or recessed
BNC connector.

•  Visually compatible with RP10/RP11 series.

•  Mounts on NEMA 1 gang box.

A fixed version floor or wall mounted single connector port,
the RPF50 and RPF51 series is designed for applications
requiring connector protection. Ideal for for stage monitor
connections and can be used in conjunction with the
RP10/11 series microphone cable storage device when
aesthetics dictate. Since it is equipped with a fixed
connector it can also be used for microphone inputs on
concrete floors while protecting the connector from abuse.
Mounting screws are provided for direct wood floor
installation. For maximum installation integrity, a handy box
extension ring (open back) fastened to floor joists is the
recommended mounting method. Maintenance free
installation is quick and easy. 

Dimensional Data (Nominal) 
Cover: 4.6”L x 2.85”W 
Unit Depth: 1.5 “D 

Antique Brass:
RPF51F 3 pin female connector
RPF51M 3 pin male connector
RPF51Q 1/4” phone jack connector
RPF51V recessed BNC connector
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Free application help
and engineering
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Call 800 798 2256.
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