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RSX
Passive Loudspeakers

Twelve M10 Fly Points

RSX110 RSX112

RSX115 RSX215

• 2-way passive loudspeaker 

• Celestion 10-inch low frequency driver with 2-inch voice coil

• Celestion 1-inch PETP compression driver

• 300 watts AES, 1,200 watts Peak power handling at 8 ohms 

• 60Hz–19kHz frequency response 

• Dual Speakon® and 1 ⁄4-inch phone parallel speaker inputs 

• Twelve M10 (10mm) fly points

• 2-way passive loudspeaker 

• Celestion 12-inch low frequency driver with 2.5-inch voice coil

• Celestion 1.75-inch PETP compression driver

• 400 watts AES, 1,600 watts Peak power handling at 8 ohms 

• 50Hz–19kHz frequency response

• Dual Speakon® and 1 ⁄4-inch phone parallel speaker inputs

• Twelve M10 (10mm) fly points

• 2-way passive loudspeaker 

• Celestion 15-inch low frequency driver with 3-inch voice coil

• Celestion 1.75-inch PETP compression driver

• 600 watts AES, 2,400 watts Peak power handling at 8 ohms 

• 50Hz–20kHz frequency response 

• Dual Speakon® and 1 ⁄4-inch phone parallel speaker inputs 

• Twelve M10 (10mm) fly points 

• 2-way passive loudspeaker 

• Dual 15-inch low frequency drivers with 3-inch voice coils

• Celestion 1.75-inch PETP compression driver

• 1,200 watts AES, 4,800 watts Peak power handling at 8 ohms 

• 40Hz–20kHz frequency response

• Dual Speakon® and 1 ⁄4-inch phone parallel speaker inputs

• Twelve M10 (10mm) fly points 

RSX118S

• Passive subwoofer 

• 18-inch low frequency driver with 3-inch vioce coil 

• 500 watts AES, 2,000 watts Peak power handling at 8 ohms 

• 35Hz–150kHz frequency response 

• Maximum SPL of 126dB 

• Two parallel Speakon® inputs

• 1 3/8-inch pole mount receptacle

RSX215

RSX112

RSX118S

RSX110

RSX115

Integrated carry handles

Samson’s RSX Passive Loudspeakers are ideal for sound professionals and performers looking for serious 

output and high quality audio from their PA setups. This full-range line features four loudspeakers 

(RSX110, RSX112, RSX115, RSX215) and a subwoofer (RSX118S), all of which offer exceptional sound 

in a versatile cabinet design that is ideal for both road and installation applications. Perfect for gigging 

musicians, houses of worship and performance venues of varying sizes, Samson’s RSX Series is a passive 

powerhouse.
 
 
RSX110 
UPC ..................................809164015680 
SKU ..................................SARSX110 
 
RSX112 
UPC ..................................809164015697 
SKU ..................................SARSX112 
 
RSX115 
UPC ..................................809164015390 
SKU ..................................SARSX115 
 
RSX215 
UPC ..................................809164015383 
SKU ..................................SARSX215 
 
RSX118S 
UPC ..................................809164015703 
SKU ..................................SARSX118S 


