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•	Free	standing	system	assembles	in	minutes	without	tools.

•	Multi-purpose	applications	such	as	subdividing	rooms,	blocking	
light at entrance ways and an add-on to Fast-Fold® Drapery Kits 
for wider rooms.

•	Available	in	your	choice	of	fire	retardant	cotton	velour	or	
inherently flame retardant Ultra Velour materials.

•	Available	in	three	heights	and	variable	widths	to	fit	any	
application.

•	Drape	panels	can	be	custom	sized	to	fit	a	specific	application.

Velour fabric maintains 
fire resistance through 
eight dry cleanings.  
Ultra Velour fabric is 
inherently flame 
retardant, sound 
neutral, high opacity 
and machine washable.

Standard with 
black drapery 
or choose 
optional blue or 
pewter gray 
drapery.

Anti-Sway Brace

Uprights 
available in  
3'	to	5',	7'	to	
12'	and	9'	to	
16'	extensions.

Telescoping 
crossbars in 
6',	8',	10'	
and	7',	10',	
12'	widths.

Uprights fit into flat steel 
base with mounting stud.

teleScOPic DRAPeRY UPRight

 Height Extension Telescopic
  Range  Drapery Upright 
 ft.  cm. (2 Required)

	 3'	-	5'	 	 91	-	152	 x
	 7'	-	12'	 	 213	-	366	 x
	 9'	-	16'		 	 274	-	488	 x

teleScOPic DRAPeRY cROSSBARS

  Telescopic
  Fixed Stops  Drapery 
 ft.  cm. Crossbar

	6',	8',	10'	 	183,	244,	305	 x
	7',	10',	12'		 	213,	305,	366	 x

FlAt Steel BASe With 
MOUnting StUD

  
  Size  For Use
 in.  cm. With

	18"	x	18"	x	3/16"	 	46	x	46	x	1/2	 3'	to	5'	uprights
	18"	x	18"	x	3/8"	 	46	x	46	x	1	 7'	to	12'	and	9'	to	16'	uprights

 Overall Size Drapery 
 H x W Panels
 ft.  cm. Black Blue Gray

	 4'	x	13'	 	 122	x	396	 x	 x	 x
	 12'	x	13'	 	 366	x	396	 x	 x	 x
	 16'	x	13'		 	 488	x	396	 x	 x	 x

DRAPe PAnelS
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•	The	Base	Plate	Cart	(BPC-46)	is	designed	as	a	utility	transport	
for steel base plates and pinions for pipe and drapery units.

•	Constructed	of	rigid	steel	with	arc	welds,	the	BPC-46	has	dual	
inner partitions allowing a smaller number of plates to be 
vertically organized and easily accessible in the cart.

•	The	upper	shelf	is	designed	to	hold	the	pinions.

•	The	BPC-46	rolls	on	two	black	rigid	6"	casters	in	the	front	and	
two	swivel	6"	casters	with	brake	in	the	rear.

•	Featuring	a	sturdy	black	powder	coated	finish,	the	BPC-46	offers	
a utilitarian solution for managing base plate and pinion 
inventories.

•	The	Fast-Fold® Drapery Surround is the perfect solution for 
concealing	equipment	areas	and	workstations.

•	Constructed	of	sturdy	1¼"	square	aluminum	tubing	and	features	
easy	release	latches	for	simple,	quick	set	up	and	tear	down.

•	Height	adjustable	from	3'	to	6'	in	6"	increments.

•	Includes	2	-	6'	x	6'	velour	or	Ultra	Velour	drapes,	frame	and	
rugged carrying case with wheels.

•	Standard	colors	include	black,	blue	and	pewter	gray.

FASt-FOlD® DRAPeRY SURROUnD

BASe PlAte cARt

BASe PlAte cARt

Dimensions
 in.  cm
	 193/4"	x	193/8"	x	411/2"	 50	x	49	x	105

•	 Durable	wheeled	poly	case	
available to transport drape 
panels.

•	 Durable	nylon	carrying	bag	
available to transport uprights 
and crossbars.




