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Aluminum voice coil

Polyimide former

Ferrite magnet

Vented core

Die-cast aluminum basket

Paper cone

Cloth cone edge

Aluminum dust cap

  

Acceptable

Acceptable

12.29’’, 312.2 mm

11.06’’, 280.9 mm

5.00”, 127.0 mm

Yes

N/A

0.27’’, 6.9 mm

11.69’’, 296.9 mm

21.50 lbs , 9.75 kg

23.20 lbs , 10.52 kg  

12.0”, 305 mm

8 Ω

225 W

50 Hz

50 Hz – 4.0 kHz

100.0 dB

6.34 Ω

109 oz.

.290”, 7.4 mm

4.0”, 102 mm

Patriot Guitar

FREQUENCY RESPONSE*

COMMONWEALTH™ 12

The Eminence Commonwealth 

12” is the perfect guitar speaker 

for southern rock or blues 

guitarist. Warm and rich, but very 

clean and well defined with great 

presence  Full and smooth, with 

very little cone break-up, but 

likes overdrive.

SPECIFICATION MATERIALS OF CONSTRUCTIONMOUNTING INFORMATION

Nominal Basket Diameter

Nominal Impedance*

Power Rating**

Resonance (Fs)

Usable Frequency Range

Sensitivity***

DC Resistance (Re)

Magnet Weight

Gap Height

Voice Coil Diameter

Enclosure Type

     Closed Back    

     Open Back

Overall Diameter

Baffle Hole Diameter

Depth

Front Sealing Gasket

Rear Sealing Gasket

Mounting Holes Diameter

Mounting Holes B.C.D.

Net Weight

Shipping Weight

* See footnotes on page 2 for information regarding nominal impedance, power rating and sensitivity.

12”

LEARN MORE AT EMINENCE.COM


