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E-Line Display
55" Edge LED Backlight, Full HD

Input/Output Terminals
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(D ACIN

AC power input from the wall outlet.

(@ MAIN POWER SWITCH

Switch the main power on/off.

(® ACouT
AC power supply to the AC IN jack of a media player.

(® USB

Connect your USB storage device.

(®) IR pass through:
Outputs the remote control IR signal of the display to an external
set-top box through 3.5mm jack cable.

() RS232C OUT
RS232C network output for the loop-through function.

() RS232C IN
RS232C network input for the loop-through function.

RJ-45
LAN control function for the use of remote control signal from
control center

() HDMI IN
HDMI video/audio input.

DisplayPort
DisplayPort video input.

PHILIPS

@ DVIIN
DVI-D video input.

1) DVI OUT / VGA OUT
DVl or VGA video output.

@ VGA IN (D-Sub)
VGA video input.

VGA AUDIO IN
Audio input for VGA source (3.5mm stereo phone).

(i COMPONENT IN (BNC)

Component YPbPr video source input.

Y/CVBS

Video source input.

() SPEAKER SWITCH

Internal speaker on/off switch.

AUDIO IN
Audio input from external AV device (RCA).

AUDIO OUT (RCA)
Audio output from the AUDIO IN jack to an external AV device.

SPEAKERS OUT

External speakers output.

@) OPS SLOT
Slot for installing the optional OPS module.

@) KENSINGTON LOCK

Used for security and theft prevention.
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