
SATURA SPOT LED PRO™ 
SKU# SAT871

Photometric Data
Specifications are subject to change without any prior written notice.

14°
Beam

2.5m
5m

7.5m

m ft m ft m ft
Distance 2.5 8.2 5 16.4 7.5 24.6

14° Beam Diameter 0.65 2.1 1.3 4.3 1.95 6.4

Photometrics lux fc lux fc lux fc

FULL ON 14,780 1,373 3,855 358 1,726 160
RED 2,480 230 650 60 274 25

GREEN 4,480 416 173 16 522 48
BLUE 580 54 148 14 66 6

WHITE 8,978 834 2,345 218 1,054 98

MIN ZOOM
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Elation Professional USA | 6122 S. Eastern Ave. | Los Angeles, CA. 90040
323-582-3322 | 323-832-9142 fax | www.elationlighting.com | info@elationlighting.com

Elation Professional B.V. | Junostraat 2 | 6468 EW Kerkrade, Netherlands
+31 45 546 85 66 | +31 45 546 85 96 fax | www.elationlighting.eu | info@elationlighting.eu

32°
Beam

2.5m
5m

7.5m

m ft m ft m ft
Distance 1 3.3 2 6.6 3 9.8

32° Beam Diameter 1.47 4.8 2.94 9.6 4.41 14.5

Photometrics lux fc lux fc lux fc

FULL ON 3,411 317 890 83 410 38
RED 595 55 150 14 70 7

GREEN 1,031 96 265 25 120 11
BLUE 130 12 35 3 15 1

WHITE 2,083 194 540 50 243 23

MAX ZOOM


