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CROWN COMMERCIAL AUDIO SERIES MIXER-AMPLIFIER

              QUICK-START GUIDE

ONE ROOM WITH A PAGING MICROPHONE using 180MA

TWO ROOMS WITH INDEPENDENT PAGING using 280MA
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Amp Config DIP switch

Mic 1 mutes room-1 TV tuner. Mic 2 mutes room-2 CD player. 
Mic 1 activates pre-announce tone. 
 

Paging mic mutes CD player and activates pre-announce chime.
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Double-pole switch in room-1 
mic mutes TV tuner and activates 
pre-announce chime



CROWN COMMERCIAL AUDIO SERIES MIXER-AMPLIFIER

              QUICK-START GUIDE

HOUSE OF WORSHIP — SANCTUARY AND NURSERY using 280MA
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TWO ROOMS WITH INDEPENDENT PAGING using 280MA
                 ROOM-1 MIC MUTES BOTH ROOMS
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Nursery speaker
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Crown 1-VCAP volume control affects volume of Nursery speaker. 
All sources are heard in both rooms.
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Input Routing switch detail

11 on, 12 off, 19 off, 20 on

Switch in room-1
mic mutes room 1, room 2,
and activates pre-announce chime
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No muting.
Record out.
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Input Routing DIP switches:
All switches ON.

Crown 1-VCAP 
volume control
affects volume 
of Nursery speaker. 

SAMPLE APPLICATION
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Barrier-strip
     plug

Phoenix-type
      plug

Wire tie for
strain relief
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