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ZP-1 Blimp-style Microphone Windscreen and Shockmount

Specifications:
Dampening Factor

Windshield dampening: -36 dB
Windshield with fur cover dampening: -45 dB

Dimensions
18.5" x 4.75" (470mm x 121mm)

Weight
1.32 lbs. / 0.60 kg (ZP-1)
1.63 lbs. / 0.74 kg (ZP-1 with synthetic fur windscreen)

Key Features:
Blimp-style microphone windscreen for boom pole or
handheld use
Adjustable internal microphone suspension system
Accommodates microphones up to 14.5” long
Pistol grip with integral microphone cable and threaded for
3/8” stud
Includes grey synthetic fur slip-on cover for additional
wind noise attenuation
Twist-on endcaps

Overview:

    



The Marantz Professional ZP-1 is designed for film and
television production audio, and any sound-gathering
situation where reliable protection from wind noise is needed.
 A synthetic fur cover is included to increase wind noise
attenuation up to 50dB. The windscreen has an internal
shock mount suspension system to accommodate mics up to
14.5" long, and can be attached to a boom pole or handheld.
 Lightweight and durable, this is an essential tool for any field
production kit.
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https://www.youtube.com/watch?v=IgMpLb9-U7M
https://www.youtube.com/channel/UC6yB8Qot46k6pwLbTf5O1ow

