
2520
Quick-Mount Surround Bracket for JBL 9300 Series Loudspeakers
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Dimensions: 
Dimensions in inches (mm)

6.00” - 7.00” -  8.00”
[152mm - 178mm - 203mm]4.20”  [107mm]

4 x ¼ - 20 GRADE 5 HEX HEADBOLT

5.00”
[127mm]

5.00”
[127mm]

Speaker Side 1.00” [25mm] 1.00” [25mm]

CONFIGURABLE

0.20”  [5mm] 0.20”  [5mm]

0.28”  [7mm]

4.90”  [124mm]

0.20”  [5mm]

2.55”  [65mm]

Wall Side

Description:

The 2520 Quick Mount Surround Bracket was designed for quick and easy wall mounting of 9300 Series Surrounds. Specific models include: 9300, 

9310, 9320 and 9350. The 2520 is not recommended for ceiling mount applications.

Key Features:

• Designed for JBL 9300 Series surrounds

• Cost-effective wall-mount bracket

• Flexible mounting options

Specifications:
Working Load 29 kg (64 lb)

Finish Powder coat paint 

Color Black

Multiple Mounting 
Distances

15.2, 17.8, 20.3 cm (6, 7, 8 in)*

Pack Count 1 unit per carton

* Mount designed for wall application only
JBL continually engages in research related to product improvement. 
Some materials, production methods and design refinements 
are introduced into existing products without notice as a routine 
expression of that philosophy. For this reason, any current JBL product 
may differ in some respect from its published description, but will 
always equal or exceed the original design specifications unless 
otherwise stated.

Note: specifications are subject to change without notice. 12/2018. © 2018 Harman International. www.jblpro.com      


