SAYlng-le)g Modular System Rack
Model 9000R

The Model 9000 is the basic building block of the Aphex Modular Processing System. It
is designed for use with up to 11 Aphex 9000 Series audio modules (or dox® 900 Series
compatible modules). Made of heavy gauge steel for maximum strength and durability.

Features
« Space for 11 Modules

+ Gold edge module connectors
- Standard 10-pin barrier strip audio input/output connectors (same as dbx 900 Series rack)
- External power supply removes hum field and heat*
- Barrier strip power supply connectors**
- Front panel LED power indicators (bipolar 15V/DC and 24V/DC)

- Blank panels available

Specifications

Power Input: Standard barrier strip connectors
Dimensions: 19" W x 5.25"H x 11.25"D
Shipping Weight: 11 Ibs.

Net Weight: 10 Ibs.

* External +15V power supply required (+15V / +24V for use with dbx modules).
** Aphex Model 9000PS available for £15V, Model 9001PS for £15v / +24V.



Aphex Modular System Rack
Model 9000R
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Aphex Modular System Barrier Strip Assignments

9251 9301 9611 9651 9901 9721
Terminal | i e
A+ IN+ IN+ IN+ IN+ IN+ IN+
A- IN- IN- IN- IN- IN- IN-
v Gnd Gnd Gnd Gnd Gnd Gnd
B+ OuT+ OUT+ OUT+ - OouT+ OuUT+ out+
B- OUT- OUT- OouT- OouT- OouT- out-
C+ — Process Enable CVOUT  Side Chain OUT = — Process Enable
C- = Gnd CVIN ~ Side Chain IN = Gnd
v Gnd Gnd ~ Gnd < Gnd
D+ — Tally 1 ~ KeyIN Link — Tally 1 =
D- = Tally 2 ~ KeyOUT = = - Tally2
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