
TEAMCONNECT WIRELESS SERIES

Conquer every 
room!



TeamConnect Wireless is a portable wireless conference 
system that provides excellent sound for online meetings.  
It is extremely easy to set up. The ease of use of the system, 
multiple connectivity options, fast set up, high audio  quality 
and award-winning  design make Unified Communications 
simply more efficient.  Take online meetings to a whole new 
level and conquer every room: TeamConnect Wireless is the 
perfect choice  for high-quality audio in any Unified Commu-
nications environment!

TeamConnect Wireless 
Conquer every room!

For better and more effective online 
meetings

Can be set up in less than a minute Via Bluetooth (and also via USB or  
3.5 mm jack audio cable)

The Tray-M set features the 
 stationary tray charger and two 
 satellites. One of them is the  
master unit.

For dedicated meeting rooms
And online meetings with up to 
12 participants

For dedicated meeting rooms
And online meetings with up to 
24 participants

For flexible meeting rooms
And for online meetings with up to 
24 participants

Dimensions
Tray-M (W x H x D): approx. 363 x 
29 x 169 mm (14,29" x 1,14" x 6,65")

Weight
Tray-M: approx. 1,340g (2,95 lbs)
Complete Set: approx. 2,238g 
(4,93 lbs)

Dimensions
Tray (W x H x D): approx. 603 x 29 x 
169 mm (23,74" x 1,14" x 6.69")

Weight
Tray: approx. 1,700 g (3.75 lbs)
Complete Set: approx. 3,500 g 
(7.72 lbs)

Dimensions
Case (W x H x D): approx. 280 x 110 x 
39 mm (11.02" x 4.33" x 1.54")

Weight
Case: approx. 2,700 g (5.95 lbs)
Complete Set: approx. 4,700 g 
(10.36 lbs)

The Tray Set comes with four 
 satellites, one of them is the master 
unit, plus the stationary tray charger.

The TeamConnect Wireless Case Set 
comes with four satellites, one of them 
is the master unit, and a portable case 
for charging and storage.

Add additional callers with ease

Best speech intelligibility

Efficiency is easy Wireless BYOD connectivity

TeamConnect Wireless 

Tray-M Set
TeamConnect Wireless 

Tray Set
TeamConnect Wireless 

Case Set

Multiple simultaneous 
audio channel

Specifications

Satellite(s)
Dimensions (Ø x H)

Weight

approx. 97 mm x 76 mm 
(3.82" x 2.99"),
449 g incl. battery pack (0.99 lbs)

Speaker frequency
response

200 – 9,000 Hz

Microphone frequency
response  

200 – 12,000 Hz

Sockets  
master satellite

2.5 mm socket
Micro USB socket

Connection cable Micro USB type B to  
USB type A cable,
2.5 mm to 3.5 mm jack cable

Bluetooth version 4.2 / class 1, Profiles  
HSP (v1.2), HFP (v1.6), A2DP (v1.3),
Frequency Range: 2.4 GHz

Max. range Bluetooth (Master to smart device)
approx. 10 m, 
DECT (Master to Satellite) 
approx. 20 m

Operating time up to 8 hours

Charging time up to 10 hours
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