
Mounting brackets 

End caps with hole

The 8ES higher output strip is designed for surface 

applications.

Ÿ Small size

Ÿ Can be used with 2 strips or dual strips

Ÿ Simple installation, custom lengths with special 

connectors available

Ÿ Good thermal performance

Ÿ  Ultra smooth output, no dots

Ÿ Custom colours/finished available

► For high brightness

► Profile► Light options

► Mounting clips
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► Power supplies and drivers

24V Power Supplies Aleph 1 CV rack - DMX512 controllable 

and RDM configurable
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PN Brightness Colour temp lm/m Input current/m

9CL1

Standard

6000K 562 0.27A

9CL2 4000K 562 0.27A

9CL3 3000K 562 0.27A

9CM1

Medium

6000K 840 0.4A

9CM2 4000K 840 0.4A

9CM3 3000K 840 0.4A

9CM4 2400K 840 0.4A

9CH1

High

6000K 1385 0.61A

9CH2 4000K 1385 0.61A

9CH3 3000K 1385 0.61A

9CU1

Ultra

6000K 1700 0.85A

9CU2 4000K 1700 0.85A

9CU3 3000K 1700 0.85A

9CY Medium 

CTA

3000-5500K 488

570

0.49A

9VL4 High quality RGB R:  66

G:  179

B:  42.6

0.19A

0.14A

0.13A.

Finite Resources. Infinite Possibilities
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