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XLR-3

see Instruction manual of the microphone series**

lights up green:
microphone active

lights up red*:
microphone muted

*This function is not supported by all PAs/DSPs.

MAT 133-S 
MAT 153-S

MAT 133-S

MAT 153-S

MAT 133

*not included

Sennheiser goosenecks*:
MZH 30xx | MEG 14-40(-L)



Microphone behavior

Specifications

PTM Push To Mute
LED lights up green

press &
hold

LED lights 
up red

release the button

ON LED 
lights up green

OFF LED 
lights up redpress1x

press1x

ON LED lights up 
green permanent

PTT Push To Talk
LED lights up red

press &
hold

LED lights 
up green

release the button

ON  PTM PTT ON
OFF

Current consumption
Power supply
Logic output

Connector

Temperature

Dimensions
Weight

MAT 133-S

high level output voltage > 2.4 V
low level output voltage < 0.4 V

operation: –10 °C – +50 °C
storage: –25 °C – +70 °C

120 x 43 x 170 mm
approx. 1210 g

MAT 133
1.9 mA

MAT 153-S

MIC IN: XLR-5F
MIC OUT: XLR-3M

3x terminal

3.7 mA
48 V phantom power (P48)

MIC IN: XLR-3F
MIC OUT: XLR-3M

3x terminal

MEB 114-S


