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96-4 Series
Round Protective Enclosures for 4" Loudspeakers

96-4

96-4X

Features

• �Provides Easy and Cost-Effective Installation of Round Screw-Mount Grilles

• Choice of Standard or High-Volume Versions

Applications

Utilize Atlas Sound 96-4 or 96-4X Series recessed enclosures when 
installing standard 4" (102mm) loudspeakers and corresponding 
Atlas grilles. 

General Description

Atlas Sound 96-4 and 96-4X Series enclosures provide a cost-effective 
method for installing standard 4" (102mm) loudspeakers and round, 
screw-mount baffles. These units provide good bass response and are 
constructed of 22-gauge CRS, undercoated, and finished in galvanized.

96-4   	� Versatile Series includes Model 96-4 which is a compact 
recessed enclosure with conduit knockouts. 

96-4X	� Enclosure is a deeper, 1⁄4ft3 version of Model 96-4. It provides 
improved bass response and is available without conduit 
knockouts for applications in which solid enclosures are 
required; designate Model 96-4XNK. 

Specifications

96-4 

A	 61⁄4" (159mm)

B	 61⁄4" (159mm)	

C	 41⁄4" (108mm)	

D	 1⁄2" (13mm)

Volume	 .084 ft.3

Weight	 1.4 lb (.6 kg)

Mounts Baffles�	 51-4, 60-4

96-4X

A	 10" (254mm)

B	 61⁄4" (159mm)	

C	 6" (152mm)	

D	 1⁄2" (13mm)

Volume	 .273 ft.3

Weight	 3.3lb (1.5 kg)

Mounts Baffles�	 51-4, 60-4

*  �UL Listed, Plenum rated models must be matched with Atlas/Soundolier UDT or UST Series 

4” UL  Listed loudspeakers and UL Listed baffles to maintain rating status.

Architect and Engineer Specifications

The metal protective enclosure shall be Atlas Sound Model ____ or 
approved equal. It shall be of welded CRS construction and mount Atlas 
Sound baffle Model ____, or approved equal. Unit shall be equipped 
(with or without) conduit knockouts.  Enclosure interior shall be treated 
with damping material and finished in galvanized.96-4 Series            	  96-4X Series


