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n  Lecture Halls
n  Awards & Ceremonies
n  House of Worship
n  Speaking Engagements 
n  School Presentations
n  City Council Meetings
n  Presentations, Seminars, & Meetings
n  School Spelling Bee
n  and more!

Perfect for...

6 ft.



Admiral Model & Package
FL-7500  Admiral lectern

LK-LIB  Admiral lectern with Liberty (LIB2)

Accessories
LM-618  Gooseneck mic (25“)

LC-400  Soft cover - Admiral

Technical Specifications
LM-618 - Gooseneck Microphone

Mic Element Type Electret Condenser (requires phantom power)

Polar Pattern Unidirectional, Cardioid

Frequency Response 500 - 18,000 Hz

Sensitivity -70 ± 3 dB (0 dB = 1 volt/microbar)

Output Impedance 600 ohms ± 30% @ 1,000 Hz (Balanced)

Operating Voltage 9 to 52 Volts DC Phantom

Maximum SPL 130 dB

Signal-to-Noise Ratio 40 dB @ 1kHz

Connector 3-pin Male XLR

Windscreen Black Urethane Foam

Dimensions (HW) 25” x 0.5”  (58.42 x 2.54 cm)

Weight 6.5 oz (0.18 kg)

Warranty 2 years

FL-7500 - Assembled Dimensions and Weight

Total (HWD) 46” x 25” x 20” (117 x 64 x 51 cm)

Console Opening (HWD) 22” x 14.3” x15” (66 x 36.3 x 38.1 cm)

Weight 75 lbs / 34 Kg

Warranty 2 years

FL-7500 - Shipping Dimensions and Weight

Total (HWD) 17” x 24” x 39” (43.2 x 61 x 99.1 cm)

Weight 79 lbs / 36 Kg

ADMIRAL

(Features & Specifications Subject to Change Without Notice)

(LK-LIB)

TECH SPECS FEATURES

Superior Audio with Unmatched Simplicity and Reliability.

• American oak
• Detachable 25” gooseneck mic
• Connects to existing PA systems via 

XLR cable 

• Tilt-n-roll casters for easy transport 
• Comfortably holds Liberty 2 or  

Go Getter 2 portable sound system
• Lectern ships flat in one box (sound system 

sold separately)
• Easy assembly with Phillips screwdriver  

 (not included)


