
CVC-321WP  
Waterproof B/W Infrared CCTV Camera 
with 10 LEDs and 120ft. Cable

Specifications

Image Device 1/3" B/W CCD image sensor
Resolution 420 line
Minimum Illumination 0 lux when LEDs are active-0.02 at other times
Electronic Shutter auto 1/60 - 1/100,000 seconds
Lens 3.6mm
Synchronizing System Internal
Interlace 2:1
Video S/N Ratio Greater than 48 dB
Operating Temperature 15˚ F - 120˚ F
Video Output Level 1.0 Vp-p 75 ohm
IR LEDs 10 @ 850 NM, controlled by CDs Sensor
Outputs/Connections Video - BNC, Power - DC jack
Cable 120’ power/video cable included
Power Requirements Regulated 12V DC power supply (UL listed) inlcuded
Power Consumption 120 ma
Housing Color Black 
Housing Material Brass
Mounting Bracket Included
Scanning Frequency Horizontal 15.75 kHz, vertical 60 Hz.
Scanning system EIA standard 525 TV lines 60 fields/sec
Dimensions 2"L x 1.5"W x 1.5"H
Weight 7.4oz.

Specifications subject to change

For more information contact us at:
Speco Technologies 200 New Highway, Amityville, NY 11701 Web: www.specotech.com

Toll Free: 1-800-645-5516 In Metro NY: 631-957-8700 Fax: 631-957-9142 or 631-957-3880

Our B/W waterproof CCTV camera is 100% waterproof with underwater operation
capabilities to 90 feet. It features a 3.6mm fixed focus lens, CDS sensors 10 infrared
LEDS, and built-in electronic iris. It is encased in a brass housing that is painted black
and comes with a clip-on sunshield. A mounting bracket, 120 ft cable and a 12V DC
power supply are included. This model is nitrogen filled to eliminate condensation.
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