## Lex Pro Audio XLR Cable

(1) 3-pin XLR Male (Plug) to (1) 3-pin XLR Female (Connector), Lex Pro Audio \#20/2 Cable, Extension

| Part Number | LPA-XLR-20/2-xxx |
| :--- | :--- |
| Functions | Audio |
| Markets | Entertainment |
| Connector Type(s) | 3-Pin XLR |
| Amperage |  |

## Features \& Benefits

\author{

- 36 AWG bare copper braided shield with industry high 95\% coverage <br> - 99.9\% pure copper conductors <br> - Highly flexible non-reflective matte PVC jacket; 40 mils of flexible PVC outer jacket <br> - 20 mils of low lensity Polyethylene insulation <br> - O.D.: .260" <br> Markets Served <br> Theatrical, Concert Touring, Live Events, Systems Rental and Install
}


## Technical Information

## Rating:

| Male Plug: | (1) Neutrik ${ }^{\circledR}$ NC3FXX-B, 3-Pin XLR, gold contacts, metal housing, inline locking device, black |
| :--- | :--- |
| Cable/Cord: | \#20/2 Type Microphone Cable, Lex Pro Audio, Black |
| Length: | $x x x=$ Length |
| Female Connector: | (1) Neutrik ${ }^{\circledR}$ NC3FXX-B, 3-Pin XLR, gold contacts, metal housing, inline locking device, black |
| Weight: |  |
| Agency Approval: |  |

