
This gu ide ex plains how to u s e the D M- CON N - ULTRA- P LUG - 20
Connec tor s with the D M- CRI MP - ULTRA- P LUG Ter m ination Tool, both
s old s epar ately.

The Cr es tr on® D M- CON N - ULTRA- P LUG - 20 is a s hielded CAT6 a RJ - 4 5
plu g des igned f or u s e with the D M- CON N - ULTRA- RE CP - 20/ 5 0 and the
D M- CON N - ULTRA- RE CP - XA- 20 (4 5 - D egr ee Angled) Connec tor s (s old
s epar ately) f or D igitalMedia™ c ables (D M- CBL- 8G and D M- CBL- ULTRA,
s old s epar ately).

The ter m ination tool (D M- CRI MP - ULTRA- P LUG ) is r equ ir ed to ter m inate
the D M- CON N - ULTRA- P LUG - 20.

The D M- CON N - ULTRA- P LUG - 20 s hips in pac ks of 20. E ac h pac k inc lu des
a plu g body, the optional boot and latc h pr otec tor , and the ter m ination
m odu le to be u s ed with the ter m ination tool.

F or s im plic ity in this gu ide, the plu g is r ef er r ed to as the
D M- CON N - ULTRA- P LUG .

Pr e par e t h e Cable fo r T e r min at io n
F lu s h c u tter s , a f lat s c r ewdr iv er , a jac ket s tr ipper , and the ter m ination
tool (D M- CRI MP - ULTRA- P LUG ) ar e not inc lu ded and ar e r equ ir ed f or
c able ter m ination.

Pr ep a r e D M- CBL- 8 G Ca b l e

CAUTI ON : D o not nic k the f oil s hield or the ins u lation of the wir es .

1 . I f u s ing the optional boot and latc h pr otec tor , pu ll the c able thr ou gh
the boot and latc h pr otec tor bef or e c ontinu ing.

2. S tr ip the ou ter jac ket of the c able abou t 2 in. f r om the end of the c able.

3. F old bac k the f oil s o that it lies ov er the c able jac ket.

4 . F old bac k the dr ain wir e and wr ap it ar ou nd the f oil s hield.
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5 . Us ing f lu s h c u tter s , r em ov e the m ylar wr ap.

6 . G ently s pr ead the f ou r twis ted pair s to ex pos e the c enter s pline.

7. Rem ov e the c enter s pline.

Pr ep a r e the D M- CBL- ULTR A Ca b l e

CAUTI ON : D o not nic k the br aid s hield or the ins u lation of the wir es .

1 . I f u s ing the optional boot and latc h pr otec tor , pu ll the c able thr ou gh
the boot and latc h pr otec tor bef or e c ontinu ing.

2. S tr ip the ou ter jac ket of the c able abou t 2 in. f r om the end of the c able.

3. F old bac k the br aid s hield s o that it lies ov er the c able jac ket.

4 . Rem ov e f oil s hield f r om eac h of the f ou r twis ted pair s , leav ing abou t
1 / 2 in. of f oil s hield v is ible.
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5 . G ently pu ll the br aid s hield away f r om the c able. Twis t the br aid s hield
together c r eating a dr ain wir e, and then wr ap the dr ain wir e ar ou nd
the c able ju s t abov e the c able jac ket.

At t ac h t h e Wir e s t o t h e T e r min at io n
M o du le

1 . G ently s pr ead the twis ted pair s ac c or ding to the s c hem e being u s ed
and ar r ange the pair s in line pr ior to ins er ting them into the
ter m ination m odu le.

N OTE : F or a T5 6 8A s c hem e, lead with the br own and white pair and
then the or ange and white. F or a T5 6 8B s c hem e, lead with the br own
and white pair and then the gr een and white.
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2. I ns er t the wir es of the D M- CBL- 8G or the D M- CBL- ULTRA into the
ter m ination m odu le, and then pu ll the wir es u ntil the br aid or f oil s hield
is s eated im m ediately below the wir e c hannels .

N OTE : E ns u r e that any br aided or f oil s hield is f olded ov er the c able
jac ket, wr apped in the dir ec tion of the c lam p.

3. P r es s the wir es to s eat them bef or e c los ing the c lam p. W ith the c lam p
pos itioned below the s hield, s nap the c lam p c los ed u s ing either you r
f inger s or the D M- CRI MP - ULTRA- P LUG ter m ination tool to s ec u r e
the c able. I f u s ing the ter m ination tool, ins er t the wir e with the c lam p
s ide u p bef or e pr es s ing the tool.

4 . Lac e all f ou r pair s into the appr opr iate c hannels on the ter m ination
m odu le. E ns u r e eac h wir e lies below the top s u r f ac e of the ter m ination
m odu le.

5 . Us ing f lu s h c u tter s , c u t the wir es f lu s h with the edge of the c hannels .

6 . I f u s ing a D M- CBL- 8G c able, tr im the ex c es s dr ain and f oil s hield.
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7. Attac h the plu g body onto the ter m ination m odu le, m atc hing the plu g
body latc h to the ter m ination m odu le latc h.

T e r min at e t h e Cable
1 . I ns er t the D M- CON N - ULTRA- P LUG into the

D M- CRI MP - ULTRA- P LUG ter m ination tool.

2. P r es s the D M- CON N - ULTRA- P LUG down to f u lly s eat it to the bas e of
the D M- CRI MP - ULTRA- P LUG ter m ination tool, then pr es s the handle
to ter m inate the D M- CON N - ULTRA- P LUG .

3. I f u s ing the optional boot, engage both the top and bottom latc hes .
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Dis man t le t h e
DM - CON N - UL T RA- PL UG

D is m antling the D M- CON N - ULTRA- P LUG c onnec tor r equ ir es r em ov ing
the boot and the plu g body.

R em ov e the Boot
Us ing a s c r ewdr iv er , dis engage the latc hes on the body of the plu g and
s lide the boot of f the c able.

R em ov e the Pl ug Bod y
1 . I ns er t the D M- CON N - ULTRA- P LUG into the

D M- CRI MP - ULTRA- P LUG as s hown. Onc e the
D M- CON N - ULTRA- P LUG is in plac e, pu ll to r em ov e the plu g body.

2. Us ing a s c r ewdr iv er , open the c lam p and r em ov e lac ed c ondu c tor s .

N OTE : A pr obe pic c an be u s ed to r em ov e the lac ed c ondu c tor s .
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V is it t h e Pr o du c t Page
S c an the QR c ode to v is it the pr odu c t page.

D M-CONN-ULTRA -P LUG -2 0

www. cre st ron. com/mod e l /65112 7 6

D M-CRIMP -ULTRA -P LUG ( Te r mination Tool)

www. cre st ron. com/mod e l /65112 7 8

Ad d itio n a l I n f o r ma tio n

Ori g i na l Inst ruct i ons
The U. S. Eng l i sh v e rsi on of t hi s d ocume nt i s t he ori g i na l i nst ruct i ons.
A l l ot he r l a ng ua g e s a re a t ra nsl a t i on of t he ori g i na l i nst ruct i ons.

Cre st ron p rod uct d e v e l op me nt sof t wa re i s l i ce nse d t o Cre st ron d e a l e rs a nd Cre st ron
Se rv i ce Prov i d e rs (CSPs) und e r a l i mi t e d none xcl usi v e , nont ra nsf e ra b l e Sof t wa re
D e v e l op me nt Tool s Li ce nse A g re e me nt . Cre st ron p rod uct op e ra t i ng sy st e m sof t wa re i s
l i ce nse d t o Cre st ron d e a l e rs, CSPs, a nd e nd -use rs und e r a se p a ra t e End -Use r Li ce nse
A g re e me nt . Bot h of t he se A g re e me nt s ca n b e f ound on t he Cre st ron we b si t e a t
www. cre st ron. com/l e g a l /sof t wa re _l i ce nse _a g re e me nt .

The p rod uct wa rra nt y ca n b e f ound a t www. cre st ron. com/wa rra nt y .

The sp e ci f i c p a t e nt s t ha t cov e r Cre st ron p rod uct s a re l i st e d a t
www. cre st ron. com/l e g a l /p a t e nt s.

Ce rt a i n Cre st ron p rod uct s cont a i n op e n source sof t wa re . F or sp e ci f i c i nf orma t i on, v i si t
www. cre st ron. com/op e nsource.

Cre st ron, t he Cre st ron l og o, a nd D i g i t a l M e d i a a re e i t he r t ra d e ma rk s or re g i st e re d
t ra d e ma rk s of Cre st ron El e ct roni cs, Inc. i n t he Uni t e d St a t e s a nd /or ot he r count ri e s.
Ot he r t ra d e ma rk s, re g i st e re d t ra d e ma rk s, a nd t ra d e na me s ma y b e use d i n t hi s
d ocume nt t o re f e r t o e i t he r t he e nt i t i e s cl a i mi ng t he ma rk s a nd na me s or t he i r p rod uct s.
Cre st ron d i scl a i ms a ny p rop ri e t a ry i nt e re st i n t he ma rk s a nd na me s of ot he rs. Cre st ron
i s not re sp onsi b l e f or e rrors i n t y p og ra p hy or p hot og ra p hy .

©2 0 2 0 Cre st ron El e ct roni cs, Inc.
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