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Product Data Sheet for:       SF-4042F display-mounted loudspeaker  
 

Description:    The SF-4042F loudspeaker is a custom-sized 2-channel horizontal 

loudspeaker designed to mount directly onto any flat-panel display, either 
above or below. The SF-4042F offers an extremely simple, compact 
solution for stereo sound accompanying video. Superior smoothness 
and voice clarity, combined with a minimal visual footprint make the SF-
4042F well-suited for secondary residential systems, as well as 
conference rooms, classrooms and tradeshow applications. 

 

Applications:   Conference rooms 

                         Training suites 
                         Classrooms 

                         Rental stock/tradeshows 

                         Secondary residential AV systems (den, bedroom, etc) 
 

Dimensions:    (customized, 38.0” – 49.0”) x 4.50” x 2.12” 
System type:  2-way, 2-channel system integrated into single sealed enclosure 

Construction: Cold-rolled steel chassis with ABS endcaps 
Mounting:       Universal mounting kit included for attachment to top or bottom of flat-

panel display. 
Impedance:     8 ohms (70-volt version available) 
Sensitivity:      89 dB @ 1watt / 1 meter (each channel) 
Max power:    45 watts per channel  
Max output:    107 dB peak, averaged from 300 – 3,000 Hz, each channel 

Range:              130 – 20,000 Hz +/- 3 dB relative to nominal sensitivity 
Dispersion:     120H x 120V (speaker mounts horizontally) 
 

 

Standard finish: Black , White or Silver fabric, matching endcaps. 
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Product illustration / photo of:  SF-4042F display-mounted loudspeaker 
 

 

 

 

 

 

 

 

 

 


