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Weight 9.54 lbs / 4.33 kgs
Base Material Polycarbonate 
Base Dimension 3” H X 10” L X 8.5” W

(7.5cm X 25.4cm X 21.6cm)
Height 30" / 76.2 cm
Head Type Ball and Socket
Lens 8mm
Focus ¼ turn Quick FocusTM

Focal distance 6mm to infinity
Light Sensitivity 1.5 LUX
Resolution 800 X 600

Magnification 50:1 or greater
CPU 32 Bit RISC processor
Network Protocol TCP/IP, HTTP, FTP, SMTP, PPP, UDP
Connections Network: RJ-45

Digital: USB 
Video: RCA & VGA
Audio: RCA (Microphone Jack)

Software Applied VisionTM Software
Ken-A-Vision® Viewer - Firmware Network

Warranty 5 Years

MVP-100 SPECIFICATIONS
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The MVP-100, is the first camera with a durable exterior finish 
boasting aluminum construction to meet the rigors of daily use. The
Multi Video Product or MVP is a line of high resolution cameras with
multiple signal outputs. The MVP-100 has high resolution output 
signals for RCA, USB, VGA and network. This camera comes 
complete with Applied VisionTM Software for USB. The RJ-45 or 
network output works with any Internet Explorer and does not require
any localized software. The RCA output is ideal for VCR's, 
televisions or multimedia projectors, while the VGA input and output
(15 pin D Sub) is designed to maximize the interaction of your 
computer and multimedia projector. Manage of your audio visual
electronics through the easy to use touch pad. 

Specifications subject to change without notice

PRELIMINARY DRAFT

Contact Ken-A-Vision for information on the up coming MVP-200 and MVP-300!

Additional
Features and Benefits

l All Aluminum Head Construction
l Applied VisionTM Software for Digital Connection
l Media Management
l Simultaneous Connections for Media Solutions
l Firmware Based for Networking


