
Specifications:
MODEL NUMBER WRVC100-70V-W

Description Mono Volume Control

Maximum Speaker Load
(@ 70 Volts)

100 W

Frequency Response 20 - 20 KHz

Total Harmonic Distortion <1%

Dimensions (Face Plate) 2.8"W x 4.5"H

Dimensions (Control) 2.0"W x 4.1"H x 2.3"D (3.3"D with Knob attached)

Wire Connector Removable Screw Clamp, up to 12-Gauge Wire

Rotary Switch 11-Position Rotary Volume Control Attenuation with Make-Before 
Break Contacts

Attenuation Levels OFF, 2 Steps @ 6 dB, 7 Steps @ 3 dB, ON

Mounting Fits Most Standard Electrical Junction Boxes

Color - Face Plate and Knob 1 Ea. White, Ivory and Almond Colors

Warranty 1 Year
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Features:
• Waterproof Volume Control
• 100 Watt Capability

• Wall Mounted – Fits into   
 a Single Gang Box (US)
• Quiet, Reliable Performance 

• Decora Face Plate and Knob  
 (Ships with 1 ea. White, Ivory,  
 and Almond Colors)
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70 V SPEAKER LEVEL
MONO VOLUME CONTROL 
PERFECT ACCESSORY FOR OWI 70 VOLT SPEAKERS
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