zil TOA

BOESCRIPTION

REMOTE AUDIO CONTROL

PANEL M—-800RC—AM
M—800RCB—AM

Designed for exclusive use with the M—8080D, the M—-800RC Remote Audio Control Panel having a
volume/routing control knob.

BOPECIFICATIONS
Model no. M—800RC—AM | M—800RCB—AM
Power Source 24V DC (Powered by M=8080D or M—804EX)
RD IN Transmits and receives AESJ3 digital audio plus control data
Connect to M—8080D, M—804EX or M—800RC, M=800RCT for daisy chain, RJ45 Connector
RD EXP Transmits and receives control data
Connect to M=800RC or M—800RCT, RJ45 Connector
Control Volume / routing
Display LC—Display
Displays device information : D, Volume, communication status

Operating Temperature

0°C to +40°C (32 F to 104 F)

Operating Humidit

90% RH or less (no condensation)

Finish

Panel: Polycarbonate + ABS,
white (RAL9016 or equivalent)

Panel: Polycarbonate + ABS, black

Dimensions 147 (W) X 86 (H) X 65 (D) mm (579" X 3.39 X 2.56)
Weight 0.3 kg
Accessory Front cover 1, Wall mounting screw (4 x 30) -4, Box mounting screw (4 x 20)...4,
Plastic anchor -4
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