
Rack Essentials 

Rack Panels 
GE-PNLVNT-1U, GE-PNLVNT-2U, GE-PNLVNT-4U, GE-PNLVNTSTD-1U, 
GE-PNLVNTSTD-2U, GE-PNLVNTSTD-4U, GE-PNLSECFIX-1U, GE-
PNLSECFIX-2U, GE-PNLSECFIX-3U, GE-PNLSECFIX-4U 
 

 
 
 

 
 

SKU  WEIGHTS SUGGESTED LIST PRICE 

GE-PNLVNT-1U  2 lbs $11.49 

GE-PNLVNT-2U  2 lbs $17.99 

GE-PNLVNT-4U  3 lbs $24.99 

GE-PNLVNTSTD-1U  2 lbs $14.99 

GE-PNLVNTSTD-2U  2 lbs $17.99 

GE-PNLVNTSTD-4U  3 lbs $28.49 

GE-PNLSECFIX-1U  2 lbs $29.99 

GE-PNLSECFIX-2U  2 lbs $32.99 

GE-PNLSECFIX-3U  3 lbs $38.99 

GE-PNLSECFIX-4U  3 lbs $44.99 
SKU  EXTERIOR 

DIMENSIONS 

GE-PNLVNT-1U  24x4x1 

GE-PNLVNT-2U  24x6x1 

GE-PNLVNT-4U  24x10x1 

GE-PNLVNTSTD-1U  24x4x1 

GE-PNLVNTSTD-2U  24x6x1 

GE-PNLVNTSTD-4U  24x10x1 

GE-PNLSECFIX-1U  24x4x2 

GE-PNLSECFIX-2U  24x6x2 

GE-PNLSECFIX-3U  24x8x2 

GE-PNLSECFIX-4U  24x10x2 
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Perforated Panels Feature: 
• Cold roll 1.2mm steel construction 
• 5/32” vent holes for air circulation 
• Slight flange for rigidity 
 
Security Panels Feature: 
• Cold roll 1.2mm steel construction 
• Protection against tampering 
• Non PVC rubber edging on panel will not scratch gear 
• 5/32” holes for air circulation and visibility of gear settings 

Vented Panels Feature: 
• Cold roll 1.2mm steel construction 
• Slotted panels have elongated vent holes for air circulation 
 


