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All Heil Sound microphones come with a 3-year limited warranty. All other 
Heil Sound products come with a 1-year limited warranty. For more in-
formation on the Heil Sound limited warranty please visit our website. 
For information on repair costs and how to send a product in for a repair 

please visit our website. 

PRO SET 3



Output Connection 3 pin XLR

Element Type Dynamic

Frequency Response 40 Hz - 18 kHz

Polar Pattern Super Cardioid

Rear Rejection @ 180° off 
axis -40 dB

Impedance 370 ohms balanced

Output Level -48.9 dB @ 1 kHz

Weight 12.25 oz.

Max SPL 140 dB

PR 37
The PR 37 is designed for live sound reinforcement and recording 
applications with the vocalist in mind. A modern extension of Heil 
Sound’s family of vocal microphones, the PR 37 delivers an ultra-clear 
and transparent sound that brilliantly cuts through any mix. The PR 
37’s frequency response features smooth, low mids, and an enhanced 
upper mids presence that allows vocals of all kinds to effortlessly 
shine through. The PR 37 provides -40 dB of rear noise rejection, mak-
ing it perfect for live applications, particularly in situations with high 
stage volume. The large-diameter (1.5”) dynamic element of the PR 37 
is housed in a stable mounting system that is designed to reduce han-
dling noise. The rugged metal body of the PR 37 is designed to provide 
durable protection for the microphone, making it the quintessential 
workhorse microphone for live use, while still providing superior sound 
quality that is characteristic of Heil microphones.

Supplied with SM-5 mic clip, windscreen, and Heil Sound padded zip-
per bag.


