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FEATURES: J\
» Corner-Less Connection %%

e 6061-T6 Brushed Aluminum Finish
e 8" X 8" Square

¢ 1.1875" X 0.08" Main Tube

¢ 0.5" Tube Brace

e Custom Lengths Available

e Accessories Available

e Hardware Included

Corner-Less
Construction

i i
. € § . . 8 >
DP-P202 PB-H215D PB-S1200D
WALL PLATES:
DP-W200 DP wall plate - 8" x 0.25" alum. plate w/DP half spigot
DP-P201 2 clamps vertical plate w/DP half spigot
DP-P202 4 clamps vertical plate w/DP half spigot
o BASE PLATES:
PB-S1200D 13" X 48" alum. base plate w/DP half spigot
PB-H1215D 15" X 15" alum. base plate w/DP half spigot
PB-H1200M 30" X 30" alum. PRO base plate w/DP half spigot

Quick Spigot
Connection

Rotating
Spigot

SQUARE TRUSS:
DP-T12 12' long square fruss
DP-T10 10" long square truss
DP-T08 8' long square fruss
DP-T06 6' long square fruss
DP-T05 5'long square fruss
DP-T04 4' long square fruss
DP-T03 3' long square fruss
DP-T02 2' long square fruss
-
SUPPORT BARS:

DP-B120

TRIANGLE TRUSS:

DP-TT06 6' long friangle truss

DP-B090 DP-TT05 5'long triangle truss
- DP-TT04 4' long friangle truss
DP-TTO3 3' long friangle truss
DP-TT02 2' long friangle truss
DP-B060

DP-1200

MOBILE

SOLUTIONS”
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ISOLUTIONS SUPPORT BARS:
J-I/I P o . MP-B120
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H MP-B090
{

MP-B060

AVAILABLE LENGTHS:
MP-T12 12" long square truss
MP-T10 10" long square truss
MP-T08 8'long square truss
MP-T06 6' long square truss
STnn PAGKAGE 00‘“60“ Pﬂﬂﬂﬁ[ MP-T05 5'long square truss
MP-S900 MP-S800 MP-T04 4'long square truss
MP-T03 3’ long square truss
MP-T02 2'long square truss

TRIANGLEPACKAGE  // /'~ DIAMOND PACKAGE o
L7l MP-5401 Nt \ w \
- >
S
FEATURES: :
» Corner-Less Connection W
e 6061-Té Brushed Aluminum Finish u '
e 12" X 12" Square ;
e 2" X 0.8" Main Tube S5

e 2" X 0.8" Top & Bottom Brace

e 1" X 0.8" Diagonal Brace

e Custom Lengths Available |
e Accessories Available

-
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Hard Included s ; ¢ e “
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e ALLOWABLE LOADS > "

MP-W200 MP-P201 MP-P202

WALL PLATES:
MP-W200 MP Wall Plate - 12" x 0.25" alum. plate w/MP half spigot

MP-P201 2 clamps vertical plate w/MP half spigot
MP-P202 4 clamps vertical plate w/MP half spigot

MAXIMUM ALLOWABLE MAXIMUM ALLOWABLE »
UNIFORM LOAD (w) POINT LOADS (P)

PB-H1200M PB-H1215M PB-51200M
w P -
BASE PLATES:
| SPAN L |, SPAN L PB-S1200M 13" X 48" alum. base plate w/MP half spigot
- i ’ ’ PB-H1215M 15" X 15" alum. base plate w/MP half spigot
SPAN | LOAD LOAD LOAD MAX PB-HI200M 30" X 30" alum. PRO base plate w/MP haif spigot
DEFL.
ft (m) Ibs/ft lbs (kg) lbs (kg) " S -
10 (3.05) 385 3856 (1749 )| 1285 ( 583 ) 0.3 \ X N Al AN
20 (6.10) 155 3056 (1386 )| 1274 ( 578 ) 1.3 \ . /
30 (9.14) 67.2 1984 ( 900 ) 880 ( 399 ) 2.2 Corner-Less \ Quick Spigot . }‘ 2" x 0.08" Top &
40 (12.2) 25.5 1005 (456 ) 459 (208 ) 3.0 Connection \\‘ \ . / / Connection Q Bottom Bracing

RWIUV
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AVAILABLE LENGTHS:

SP-1210 10" long, 12" x 12" square fruss
SP-1208 8'long, 12" x 12" square fruss
SP-1206 6' long, 12" x 12" square truss
SP-1205 5'long, 12" x 12" square tfruss
SP-1204 4'long, 12" x 12" square fruss
SP-1203 3'long, 12" x 12" square fruss
SP-12025 2' 6" long, 12" x 12" square fruss
SP-1202 2'long, 12" x 12" square truss
SP-12005 6" long, 12" x 12" square truss
SP-1200 6-way corner block ~

ITIONS”

MAXIMUM ALLOWABLE POINT LOADS (P)

* 2" X 0.125" Main Tube
* Hardware included : ,  SPAN L SPAN |, SPAN SPAN L

/IN\ /O /\\ /3A/\\ 8

r %

A\

SPAN
ft (m)

LOAD
Ibs/ft

LOAD
Ibs (kg)

LOAD
Ibs (kg)

LOAD
Ibs (kg)

LOAD MAX

Ibs (kg)

DEFL.
in

10 (3.05)

472

4720 (2141)

2710 (1229)

1744 (791)

1110 (503)

0.56

20 (6.1)

2300 (1043)

1206 (547)

888 (403)

844 (383)

0.71

30 (9.14)

1800 (816)

880 (399)

600 (272)

428 (194)

1.61

40 (12.2)

1240 (562)

580 (263)

442 (200)

308 (140)

2.7

/
>
X
>
/
>
\
\
>
/
>
\

SP-1210

THE DESIGN OF THE ALUMINUM TRUSS ON THIS DRAWING IS BASED ON THE REQUIREMENTS
OF THE CHAPTER 20 - LIGHT WEIGHT METALS - DIVISION | & II OF CBC 2001.

SP-GRS8 Grade 8 bolt package
* 2" X 0.125" Top & Bottom Brace ALLOWABLE LOADS
'\ -
_.
-~
N~y
SP-1200

FEATURES:
e 1" X 0.125" Diagonal Brace MAXIMUM ALLOWABLE
\ - — \ ALL MEMBERS SHALL BE ALUMINUM ALLOY 6061-T6 TEMPER.

e Compatible With Leading Manufacturers
e 1" X 0.125" Inner Cross Brace UNIFORM LOAD (w)
\ \ an[ PIIATE' THE FILLER ALLOY FOR WELDING SHALL BE IN COMPLLIANCE WITH MIN 5554 WELDING RODS.

e 6061-Té Brushed Aluminum Finish
* 12" X 12" Square
* Custom Lengths Available " P P p P P 1P
e Accessories Available \ i}m l l l l l l
2" x 0.125” Main Tube 1" x 0.125" Inside Cross PB-H1200 heavy duty aluminum PRO base plate
6061-T6 Aluminum Bracing

FABRICATION AND ERECTION OF THE ALUMINUM TRUSS SHALL COMPLY WITH THE GUIDELINES
\ OF THE SECTION 2004 OF CBC 200f1.

FOR THE LOAD CAPACITY OF THE TRUSS FOR 10', 20', 30" & 40' SPANS, SEE TABLE@.

Compatible with lead-

ing truss manufacturers
Data provided by WILLIAM SIMPSON & ASSOCIATES, INC. Costa Mesa, CA

WWW SHOWSOLUTIONS BIZ 1626.969.3638" FaX:'626.334.0226
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SOLUTIONS” q
AVAILABLE LENGTHS:

SP-2010 10" long truss
SP-2008 8' long truss
SP-2005 5' long truss
SP-2000 6-way corner block
SP-2001 4-way corner block

SP-2000

PB-H1200

FEATURES:

* Compatible With Leading Manufacturers
e 6061-Té Brushed Aluminum Finish

¢ 20.5" X 20.5" Square

e 2" X 0.125" Main Tube ,
e 2" X 0.125" Top & Bottom Brace : >/
e 1" X 0.125" Diagonal Brace

|

e 1" X 0.125" Inner Cross Brace
e Custom Lengths Available

e Accessories Available

¢ Hardware Included

/

Compatible with leading 2" x 0.125" Main Tube 2" x0.125" Top,
truss manufacturers 6061-T6 Aluminum & Bottom Bracing
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russ’and Display Technology

CL-S13

Max Height:
Min Height:
Max Load:
Footprint:
Weight:

CS1200-50
CS1201

CLAMPS:

CS1200-50 Half coupler - 2" diameter w/bolt & nut (2" width)

CS1200-30 Half coupler - 2" diameter w/bolt & nut (1.18” width)
CS1220-50 Swivel coupler - 2" diameter w/bolt & nut (2" width)
CS1201 Display half coupler - 1.18" diameter w/bolt & nut

CLAMP PLATES: BASE PLATES:

¥ v
\f//
PB-$1200D
PB-S1200M

CL-S16

Max Height:  16'4" Py

Min Height: 63" : DP-W200 PB-H1200M PB.H215D
Max Load:  385lbs B MP-W200 PB-H1200 ’
Foofprint: 83" x 83" 5 DP-P202 PB-HZ1SM

Weight: 150lbs MP-P202
WALL PLATES:

DP-W200 DP Wall Plate - 8" x 1/4" alum. plate w/DP half spigot
DP-W201 DP Wall Plate - 12" x 1/4" alum. plate w/DP half spigot
MP-W200 MP Wall Plate - 12" x 1/4" alum. plate w/MP half spigot
DP-P201 2 clamps Vertical plate w/DP half spigot

MP-P201 2 clamps Vertical plate w/MP half spigot

DP-P202 4 clamps Vertical plate w/DP half spigot

MP-P202 4 clamps Vertical plate w/MP half spigot
DP-B120

MP-B120 BASE I'lATES

SUPPORT BARS:

TRUSS ADAPTER

CL-S20

Max Height:
Min Height:
Max Load:
Fooftprint:

19'8"
673”
418lbs
67"x67"

PB-$1200D
PB-S1200M
PB-H1215D
PB-H1215M
PB-H1200M
PB-H1200

13" X 48" alum. base plate w/DP half spigot

13" X 48" alum. base plate w/MP half spigot

15" X 158" alum. base plate w/DP half spigot

15" X 158" alum. base plate w/MP half spigot

30" X 30" alum. PRO base plate w/MP half spigot
30" X 30" alum. PRO base plate

SUPPORT BARS:

DP-B120
MP-B120
DP-B0O%0
MP-B090
DP-B060
MP-B040

120° Adjustable Support Bars - Set of 2
120° Adjustable Support Bars - Set of 2
90° Adjustable Support Bars - Set of 2
90° Adjustable Support Bars - Set of 2
60° Support Bars - Set of 2

60° Support Bars - Set of 2
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R.G.B. INFINITE COLOR MIKING POSSIBILITIES

CONTROL

- 4/6 dmx 512 channels with dimming and strobing capability

- 256 levels of red, green, blue.

- Extremely fast electronic response

- Conftrol via auto/sound active, dmx512/master and slave

SELECTABLE STAND ALONE OR MASTER SLAVE MODE WITH 8 SPECIAL BUILT-IN FEATURES
- Sound active

- Auto off when there is no sound

- 12 color fade in fade out with 5 selectable color changing rate (via dip switch)

- 12 color fast strobing effect with 5 selectable color changing rate (via dip switch)
- 12 color slow strobing effect with 5 selectable color changing rate (via dip switch)
- Sound active 12 color fast strobing effect

- 3 second audio off automatically going in to color changing effect

- 7 selectable individual colors

BEAM DEGREE

- Wash - 120° beam spread (+/- 5°)

- Spot - 15° beam spread (+/- 5°)

INPUT POWER

- Independent internal power supply

- 90v~240v, 50hz/60hz

SKU NUMBER OF LEDS WATT  DIMENSIONS

SL-145SP30 Spot 145 HIGH INTENSITY LEDS 10 WATT ~ 6"x é"'x 7"
SL-208SP46 Spot 208 HIGH INTENSITY LEDS 15 WATT ~ 8"x 8"'x 9"
SL-381SP56 Spot 381 HIGH INTENSITY LEDS 23 WATT 9" x 9" x 12"
SL-4625Pé4 Spot 462 HIGH INTENSITY LEDS 25 WATT 9" x 10" x14"

S

R.G.B. INFINITE COLOR MIXING POSSIBILITIES S—
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STaGE. FEATURES: "
SoLyriorns PLATFORMS

* Lightweight and compact for simple setup, transport and storage

* Heavy-duty gray carpet or “Stage-Grip” finish

e Honeycomb structured, multi-layer platform construction

e Convenient cable and electrical access ports on rectangle platforms
¢ Integrated interlocking platform system

* Reinforced metal corners

RISERS
* Collapsible lightweight risers available in 4 standard height configurations

SPEGIHGA"ﬂ“s: (subject to change without notice.)

PLATFORMS
Finish: Gray carpet or Rubberized “Stage-Grip™
Deck Materials:
Top: 9 mm high density plywood
Middle: 7.5 mm honeycomb
Bottom: 4 mm high-density plywood
Aluminum interlocking sides

RISERS

Finish: Brushed aluminum
Materials: Aluminum, Copper and heavy-duty ABS Plastic

' . : Weight Capacity: 185 Ibs. per square foot / 900 kg per square meter
SIZES AND CONFIGURATIONS: |

RECTANGLE TRIANGLE "
4' x 4’ Platform 4' Platform / 32"HIGH RISER

3" x 3' Platform 3' Platform QUICK AND EASY LOCKING SYSTEM

FOR DIFFERENT CONFIGURATIONS
RECTANGLE STEP ROUNDED AVAILABLE RISER HEIGHTS

4’ x 1" Platform 4" Quarter Platform 8", 16", 24", 32"
3" x 1" Platform 3" Quarter Platform

RISERS CAN BE STACKED TO INCREASE
HEIGHT AND STACKING CAPS ARE
USED TO SECURE RISERES.

COLLAPSIBLE RISER FOR COMPACT PACKING

WWW SHOWSOLUTIONS BIZ 1626:969.3638 FaX:'626:334.0226
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